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******************************************************************************************
Start of 1st change

******************************************************************************************
6.18.2.5
Potential requirements and gap analysis

	Reference Number
	Requirement text
	Application / Transport
	SA1 spec covering
	Comments

	[R-6.18.2-001]
	The FRMCS System shall allow authorised FRMCS Users to establish/terminate train integrity communication.
	A
	TS 22.282
	Sub-clause 5.5

	[R-6.18.2-002]
	The FRMCS System shall allow authorised FRMCS Users to use train integrity monitoring.
	A
	
	[Need analysis]

	[R-6.18.2-003]
	The FRMCS System shall provide the necessary communication means to support train integrity monitoring.
	T
	
	[Need analysis]

	[R-6.18.2-004]
	The FRMCS System shall support train integrity monitoring in Off-network, On-network and a combination of On-network/Off-networkmode.
	T
	TS 22.282
TS 22.280
	IP connectivity sub-clause 5.5.
On network covered by sub-clause 6.
Off network is FFS.

	[R-6.18.2-005]
	The FRMCS System shall provide the QoS class as defined for CRITICAL DATA (see 12.10) within the FRMCS System.
	A/T
	N/A
	See section 12.10 below

	[R-6.18.2-006] 
	The FRMCS System shall setup train integrity monitoring within the time specified as NORMAL (see 12.10).
	A/T
	N/A
	See section 12.10 below

	[R-6.18.2-007] 
	The FRMCS System shall allow arbitration for Train Integrity communication. 
	A
	
	[Need analysis]
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