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FIRST CHANGE
4.3.3.9
T7 Reference Point Requirements

The T7 reference point shall fulfil the following requirements:

-
connect the IWK-SCEF to the SCEF for Monitoring Event reporting.

-
connect the IWK-SCEF to the SCEF for NIDD service.

NEXT CHANGE
4.4.9
Interworking SCEF

The Interworking SCEF (IWK-SCEF) is optional. When deployed, the IWK-SCEF is located in the VPLMN for inter-connection with the SCEF of the HPLMN. The Interworking SCEF receives the Monitoring Event Reports from the underlying entities and sends them to the SCEF. The IWK-SCEF relays the non-IP data between the MME/SGSN and the SCEF.

NOTE:
In this release the only VPLMN network entities connected towards the IWK-SCEF are the MMEs and SGSNs.

The functionality of the Interworking SCEF includes the following:

-
Storing of state information to identify e.g. the connection to SCEF (see clause 5.6.0); and

-
Forwarding messages between the serving PLMN and HPLMN SCEF (see clause 5.13); and

-
Authorisation of monitoring request (see clause 5.6.6.1); and
-
Storing of monitoring request during its life time (see clause 5.6.6.1); and 

-
Normalization of reports according to roaming agreement between VPLMN and HPLMN, e.g. change the location granularity (from cell level to a level appropriate for the HPLMN) of Monitoring Event Reports received from the underlying entities; and

-
Optionally, generate charging/accounting information:

-
For generation of charging/accounting information, the IWK-SCEF receives the Monitoring configuration information as well as the Monitoring Event Report from the underlying nodes;

-
For generation of charging/accounting information, the IWK-SCEF receives the NIDD charging ID from the SCEF during the T6a/T6b Connection Establishment Procedure (see clause 5.13.1.2).
END OF CHANGES

