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	Reason for change:
	The current specification provides no support for VoNR, voice using 5GC, EPC or interworking scenarios.

	
	

	Summary of change:
	This CR provides details for VoNR, for scenarios including S8HR, EPC with IMS and non roaming 5GC with IMS. VoNR LI support is provided by re-use of existing capabilities defined in 33.107 for 4G. 
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	Other comments:
	Support for VoNR with 5GC roaming is not provided by this CR.


**************** Start of Change *******************
2
References

[X]

3GPP TS 23.228: "IP Multimedia Subsystem (IMS); Stage 2".
***************** END of Change******************

**************** Start of Change *******************

 6.X
VoNR
Voice over NR as defined in 23.501[2] and 23.502[4] is intended to provide equivalent functionality to VoLTE in 4G. 
LI requirements for VoNR based on IMS are defined in section 7.X.
***************** END of Change******************

**************** Start of Change *******************

7.X
IMS 
IMS LI capabilities, (including those for S8HR) shall be used as defined in 33.107[11].

For non-roaming VoNR with 5GC based on IMS as defined by 23.228 [X] annex Y, the capabilities defined in 33.107[11] shall be used to perform interception.

NOTE 1: For roaming scenarios, the present document does not support LI for the equivalent to S8HR in 4G) as this has not yet been specified by GSMA. However, in principle this could be implemented by implementing equivalent functionality to the BBIFF present in a 4G S-GW in an SMF and UPF and combining this with the LMISF as defined in 33.107.
NOTE 2: The present document does not provide LI support for IMS voice CC interception at the UPF, which is the equivalent IMS voice CC interception based at the PGW in 33.107. 

NOTE 3: Standardisation of IMS LI capabilities (including voice in both roaming and non-roaming scenarios) in this specification will be included in a future release.
***************** END of Change******************

