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	With MCData message store added to R16 architecture it is needed to show how it impacting the MCData procedures in general.

	
	

	Summary of change:
	Add a new generic SDS procedure that shows how the MCData message store is involved in a MCData SDS service. 
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7.13.4 
Generic outgoing SDS procedure with MCData message store
7.13.4.1
General

When a MCData user is supported with MCData message store all his outgoing communications shall be stored in his account in the MCData message store when he has requested. This generic SDS procedure applies to all prcedures in subclause 7.4.2 when the MCData user requests to store the MCData communication.
7.13.4.2 
Procedure
The procedure in figure 7.13.4.2-1 describes the generic SDS service where MCData message store is supported. 
Pre-condictions:
1. MCData user has an account created with MCData message store.
2. MCData user has requested to store his MCData communication.
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Figure 7.13.4.2-1 Generic outgoing SDS procedure with MCData message store
1. MCData client initiates an MCData SDS service request; this service request can be a private or group communication.

2. MCData server stores the communication as an object to the MCData user account in the MCData message store.
3. MCData server checks and authorizes the service request and continue the service request toward the targeted recipient(s) as described in subclause 7.4.2.
7.13.5 
Generic incoming SDS procedure with MCData message store

7.13.5.1
General

When a MCData user is supported with MCData message store all his incoming communications shall be stored in his account in the MCData message store when he has requested. This generic SDS procedure applies to all prcedures in subclause 7.4.2 when the MCData user requests to store the MCData communication.
7.13.5.2 
Procedure

The procedure in figure 7.13.5.2-1 describes the generic SDS service where MCData message store is supported. 

Pre-condictions:

1. MCData user has an account created with MCData message store.

2. MCData user has requested to store his MCData communication.
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Figure 7.13.5.2-1 Generic incoming SDS procedure with MCData message store

1. The MCData server receives an incoming MCData SDS service request for the MCData user. This service request can be a response to an earlier service request sent by the MCData user or a new service request coming from any sender.
2. MCData server stores the communication as an object to the MCData user account in the MCData message store.
3. MCData server delivers the service request to MCData user as described in subclause 7.4.2.
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