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FIRST CHANGE
4.16.11
UE Policy Association Establishment
This procedure concerns the following scenarios:

1.
UE initial registration with the network when a UE Policy Container is received.

2.
The AMF relocation with PCF change in handover procedure and registration procedure.
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Figure 4.16.11-1: UE Policy Association Establishment

This procedure concerns both roaming and non-roaming scenarios.

In the non-roaming case the V-PCF is not involved and the role of the H-PCF is performed by the PCF. For the roaming scenarios, the V-PCF interacts with the AMF and the H-PCF interacts with the V-PCF:

1.
Based on a UE Policy Container received from UE, the AMF decides to establish UE Policy Association with the (V-)PCF then steps 2 to 3 are performed under the conditions described below.

2.
The AMF sends a Npcf_UEPolicyControl Create Request with the following information: SUPI, may include Access Type and RAT, PEI, ULI, UE time zone, Serving Network and UE Policy Container (the list of stored PSIs, operating system identifier, Indication of UE support for ANDSP). In roaming scenario, based on operator policies, the AMF may provide to the V-PCF the PCF ID of the selected H-PCF. The V-PCF contacts the H-PCF. In roaming case, steps 3 and 4 are executed, otherwise step 5 follows.

3.
The V-PCF forwards the information received from AMF in step 2 to the H-PCF. When a UE Policy Container is received at initial registration, the H-PCF may store the PEI, the OSId or the indication of UE support for ANDSP in the UDR using Nudr_DM_Create including DataSet "Policy Data" and Data Subset "UE context policy control data".
4.
The H-PCF sends a Npcf_UEPolicyControl Create Response to the V-PCF. The H-PCF provides the Policy Control Request Trigger parameters in the Npcf_UEPolicyControl Create Response.
5.
The (V-) PCF sends a Npcf_UEPolicyControl Create Response to the AMF. The (V-)PCF relays the Policy Control Request Trigger parameters in the Npcf_UEPolicyControl Create Response.
6.
The (H-)PCF gets policy subscription related information and the latest list of PSIs if either or both are not available from the UDR using Nudr_DM_Query (SUPI, Policy Data, UE context policy control data, Policy Set Entry) service operation and the list of subscribed S-NSSAI(s) using Nudr_DM_Query (SUPI, Subscriber Data) makes a policy decision. The PCF may get the PEI, the OSId or the indication of UE support for ANDSP in the UDR using Nudr_DM_Query including DataSet "Policy Data" and Data Subset "UE context policy control data" if the AMF relocates and the PCF changes. The H-PCF provides UE access selection and PDU Session selection related policy information as defined in clause 6.6 of TS 23.503 [20] in the Npcf_UEPolicyControl UpdateNotify Request.

7.
The V-PCF sends a response to H-PCF using Npcf_UEPolicyControl UpdateNotify Response.



8.
The (V-)PCF triggers UE Configuration Update Procedure in clause 4.2.4.3 to sends the UE access selection and PDU Session selection related policy information to the UE. The (V-)PCF checks the size limit as described in TS 23.503 [20] clause 6.1.2.2.2.

9.
If the V-PCF received notification of the reception of the UE Policy container then the V-PCF forwards the notification to the H-PCF using Npcf_UEPolicyControl_Update Request.

NOTE: 
The (V-)PCF does not explicitly subscribe to notifications of N1 message for UE Policy Delivery Result from the AMF, since the N1 message for UE Policy Delivery is always known to be consumed by only (V-)PCF (see clause 5.2.2.2.4).
10.
The H-PCF sends a response to the V-PCF.
END OF CHANGES
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9 Npcf_UEPolicyControl_UpdateNotify Response







8 Npcf_UEPolicyControl_UpdateNotify Request







  10. UE Configuration Update procedure 







11 Npcf_UEPolicyControl_Update Request







12. Npcf_UEPolicyControl_Update Response







7. Npcf_UEPolicyControl_UpdateNotify Response







6 Npcf_UEPolicyControl_UpdateNotify Request







5. Npcf_UEPolicyControl_Create Response







4 Npcf_UEPolicyControl_Create Request







3. Npcf_UEPolicyControl_Create Response







2. Npcf_UEPolicyControl_Create Request







1. Decision to establish UE Policy Association
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