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######################### FIRST CHANGE ###########################
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[2]
3GPP TS 23.501: " System Architecture for the 5G System; Stage 2".

[3]
IETF RFC 7296: "Internet Key Exchange Protocol Version 2 (IKEv2)".
[4]
IETF RFC 5998: "An Extension for EAP-Only Authentication in IKEv2".

[5]
IETF RFC 4282: "The Network Access Identifier".

[6]
IETF RFC 4861: "Neighbor Discovery for IP version 6 (IPv6)".

[7]
3GPP TS 23.040: "Technical realization of the Short Message Service (SMS)".

[8]
IETF RFC 4862: "IPv6 Stateless Address Autoconfiguration".

[9]
3GPP TS 38.300: "NR and NG-RAN Overall Description; Stage 2".

[10]
3GPP TS 38.413: "NG-RAN; NG Application Protocol (NGAP)".

[11]
3GPP TS 23.335:" User Data Convergence (UDC); Technical realization and information flows;
Stage 2".
[12]
3GPP TS 38.331: "NR; Radio Resource Control (RRC); Protocol Specification".

[13]
3GPP TS 23.401: "General Packet Radio Service (GPRS) enhancements for Evolved Universal Terrestrial Radio Access Network (E-UTRAN) access".

[14]
3GPP TS 23.221: "Architectural requirements ".

[15]
3GPP TS 33.501: "Security Architecture and Procedures for 5G System".

[16]
3GPP TS 36.331: "Evolved Universal Terrestrial Radio Access (E-UTRA); Radio Resource Control (RRC); Protocol specification".

[17]
3GPP TS 29.500: "5G System; Technical Realization of Service Based Architecture; Stage 3".

[18]
3GPP TS 29.518: "5G System; Access and Mobility Management Services; Stage 3".

[19]
3GPP TS 29.519: "5G System; Usage of the Unified Data Repository service for Policy Control Data and Structured Data; Stage 3".

[20]
3GPP TS 23.503: "Policy and Charging Control Framework for the 5G System ".

[21]
IETF RFC 4191: "Default Router Preferences and More-Specific Routes".

[22]
3GPP TS 23.122: "Non-Access-Stratum (NAS) functions related to Mobile Station in idle mode".

[23]
3GPP TS 23.682: "Architecture enhancements to facilitate communications with packet data networks and applications".

[24]
3GPP TS 23.203: "Policy and charging control architecture".

[25]
3GPP TS 24.501: "Non-Access-Stratum (NAS) protocol for 5G System (5GS); Stage 3".

[26]
3GPP TS 23.402: "Architecture enhancements for non-3GPP accesses".

[27]
OMA-TS-ULP-V2_0_3: "UserPlane Location Protocol".

[28]
3GPP TS 23.167: "IP Multimedia Subsystem (IMS) emergency sessions".

[29]
3GPP TS 23.271: "Functional stage 2 description of Location Services (LCS)".

[30]
3GPP TS 36.355: "LTE Positioning Protocol (LPP)".

[31]
3GPP TS 38.455: "NR Positioning Protocol A (NRPPa)".

[32]
3GPP TS 29.507: "Access and Mobility Policy Control Service; Stage 3".

[33]
3GPP TS 23.003: "Numbering, Addressing and Identification".

[34]
3GPP TS 32.240: "Charging management; Charging architecture and principles".

[35]
3GPP TS 23.251: "Network sharing; Architecture and functional description".

[36]
3GPP TS 29.502: "5G System; Session Management Services; Stage 3".

[37]
3GPP TS 29.510: "5G System; Network function repository services; Stage 3".

[38]
3GPP TS 23.380: "IMS Restoration Procedures".

[39]
3GPP TS 32.421: "Telecommunication management; Subscriber and equipment trace; Trace concepts and requirements".

[40]
IETF RFC 4555: "IKEv2 Mobility and Multihoming Protocol (MOBIKE)".

[41]
3GPP TS 24.502: "Access to the 3GPP 5G Core Network (5GCN) via Non-3GPP Access Networks (N3AN); Stage 3".

[42]
3GPP TS 32.290:" Services, operations and procedures of charging using Service Based Interface (SBI)".

[43]
3GPP TS 36.304: "Evolved Universal Terrestrial Radio Access (E-UTRA); User Equipment (UE) procedures in idle mode".

[44]
3GPP TS 38.304: "NR; User Equipment (UE) procedures in idle mode".

[45]
3GPP TS 32.255: "5G system; 5G data connectivity domain charging; Stage 2".

[46]
3GPP TS 36.300: "Evolved Universal Terrestrial Radio Access (E-UTRA) and Evolved Universal Terrestrial Radio Access Network (E-UTRAN); Overall description; Stage 2".
[X]
3GPP TS 23.288: “Architecture enhancements for 5G System (5GS) to support network data analytics services; Stage 2”.
######################### SECOND CHANGE ###########################
4.19
Network Data Analytics
The system procedures for Network Data Analytics are defined in clause 6, TS 23.288 [X].
4.19.1
Void 






4.19.2
Void






######################### THIRD CHANGE ###########################
5.2.11
NWDAF Services
The NWDAF services are defined in TS 23.288 [X].
5.2.11.1
Void


	
	
	

	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


5.2.11.2
Void
5.2.11.2.1
Void





5.2.11.2.2
Void








5.2.11.2.3
Void






5.2.11.2.4
Void






5.2.11.3
Void
5.2.11.3.1
Void





	
	

	


	






5.2.11.3.2
Void






######################### END OF CHANGES ###########################
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2. Nnwdaf_EventsSubscription_Notify







1. Nnwdaf_EventsSubscription_Subscribe/ Nnwdaf_EventsSubscription_Unsubscribe 
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1. Nnwdaf_AnalyticsInfo_Request







2. Nnwdaf_AnalyticsInfo_Request response
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