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	Reason for change:
	As discussion paper S2-1902008 described, propose the AF to decide the UE and PDU session, and map the bridge configuration to 5GS QoS parameters when generating QoS profile after receiving TSN bridge configuration from the TSN CP. And propose to add UPF port ID to QoS parameters.
Rev1:
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	Summary of change:
	Add the chapter for QoS Mapping between TSN characters and 5G QoS.
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* * * First Change * * *

5.X
Support of integration with TSN

5.X.Z
QoS parameters mapping for 5GS Bridge configuration
In order to schedule TSN traffic over 5GS Bridge, the configuration information of 5GS Bridge is mapped to 5GS QoS within the corresponding PDU Session. The configuration information of 5GS Bridge as defined in 802.1Qbv [z], includes the following:
-
Bridge ID of 5GS Bridge.
-
Configuration information of scheduled traffic on ports of the TT:

-  Egress ports of 5GS Bridge, e.g., ports on UE side or ports on UPF side.

-  Traffic classes and their priorities.

-  Ingress ports of 5GS Bridge, if needed.
Editor's Note:
Additional information, if needed, is FFS.
The association between binding information in the UE, 5GS Bridge ID and port on UE side is maintained and further used to assist to bind the TSN traffic with the UE.

Editor’s Note: The details on the binding information in the UE is FFS.

The mapping table between the traffic class and 5GS QoS Profile is provisioned and further used to find suitable 5GS QoS profile to transfer TSN traffic over the PDU Session.
Editor's Note:
The NF (AF or PCF) performing the mapping for TSN traffic scheduling information is FFS.
* * * End Of Changes * * *
