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29.571

Pei
string

String representing a Permanent Equipment Identifier, if it contains an IMEI or IMEISV it is defined as specified in subclause 6.2 of 3GPP TS 23.003 [7]. 

Pattern: '^(imei-[0-9]{15}|imeisv-[0-9]{16}|.+)$'
    Pei:
      type: string

      pattern: '^(imei-[0-9]{15}|imeisv-[0-9]{16}|.+)$'
Note that 23.003 defines the PEI as IMEI or IMEISV. 

6.4       Permanent Equipment Identifier (PEI)
In 5GS, the Permanent Equipment Identifier (PEI) identifies a UE.
The PEI is defined as:

-    a PEI type: in this release of the specification, it may indicate an IMEI or IMEISV; and

-    dependent on the value of the PEI type: 

-    an IMEI as defined in subclause 6.2.1; or
-    an IMEISV as defined in subclause  6.2.2.



	
	

	Summary of change:
	Add IMEISV as a possible format for PEI
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FIRST CHANGE
5.9.3
Permanent Equipment Identifier

A Permanent Equipment Identifier (PEI) is defined for the 3GPP UE accessing the 5G System.

The PEI can assume different formats for different UE types and use cases. The UE shall present the PEI to the network together with an indication of the PEI format being used.

If the UE supports at least one 3GPP access technology, the UE must be allocated a PEI in the IMEI or IMEISV format.

In the scope of this release, the format supported for the PEI parameter is an IMEI or IMEISV, as defined in TS 23.003 [19].
END OF CHANGES

