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*************** Start of changes ***************
4.16.1
AM Policy Association Establishment

4.16.1.1
General

There are three cases considered for AM Policy Association Establishment:

1.
UE initial registration with the network;
2.
The AMF re-allocation with PCF change in handover procedure and registration procedure;
3.
EPS to 5GS mobility when there is no existing AM Policy Association between AMF and PCF for this UE.
4.16.1.2
AM Policy Association Establishment with new Selected PCF
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Figure 4.16.1.2-1: AM Policy Association Establishment with new Selected PCF
This procedure concerns both roaming and non-roaming scenarios.
In the non-roaming case the role of the V-PCF is performed by the PCF. For the roaming scenarios, the V-PCF interacts with the AMF.
1.
Based on local policies, the AMF decides to establish AM Policy Association with the (V-)PCF then steps 2 to 3 are performed under the conditions described below.
2.
[Conditional] If the AMF has not yet obtained Access and Mobility policy for the UE or if the Access and Mobility policy in the AMF are no longer valid, the AMF requests the PCF to apply operator policies for the UE from the PCF. The AMF sends Npcf_AMPolicyControl_Create to the (V-)PCF to establish an AM policy control association with the (V-)PCF. The request includes the following information: SUPI, Internal Group (see clause 5.9.7 of TS 23.501 [2]), subscription notification indication and, if available, Service Area Restrictions, RFSP index, the Allowed NSSAI, GPSI which are retrieved from the UDM during the update location procedure, and may include Access Type and RAT, PEI, ULI, UE time zone, and Serving Network. In roaming scenario, based on operator policies, the AMF may provide to the V-PCF the PCF ID of the selected H-PCF. The V-PCF contacts the H-PCF.

3.
The V-PCF responds to the Npcf_AMPolicyControl_Create service operation. The V-PCF provides Access and mobility related policy information (e.g. Service Area Restrictions) as defined in clause 6.5 of TS 23.503 [20]. In addition, both V-PCF can provides Policy Control Request Trigger of AM Policy Association to AMF.


The AMF is implicitly subscribed in the PCF to be notified of changes in the policies.
4.
[Conditional] The AMF deploys the Access and mobility related policy information which includes storing the Service Area Restrictions and Policy Control Request Trigger of AM Policy Association, provisioning Service Area Restrictions to the UE and provisioning the RFSP index and Service Area Restrictions to the NG-RAN as defined in TS 23.501 [2].
*************** Start of second change ***************
4.16.3
AM Policy Association Termination

4.16.3.1
General

The following case is considered for AM Policy Association Termination:

1.
UE Deregistration from the network;
2.
The mobility with change of AMF (e.g. new AMF is in different PLMN or new AMF in the same PLMN);
3.
(Optional) 5GS to EPS mobility with N26 if the UE is not connected to the 5GC over a non-3GPP access in the same PLMN.
*************** End of changes ***************
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3. Npcf_AMPolicyControl_Create response







2. Npcf_AMPolicyControl_Create







1. Decision to establish Policy Association







4. Deploy access and mobility control policy 
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