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	Reason for change:
	The Frame Routing feature is requested by BBF; this CR introduces the extra features defined in R16 while CR 0943 describes the baseline R15 feature. These extra features are derived from the TR 23.716 conclusions.

	
	

	Summary of change:
	· If PCC applies to the PDU Session, the SMF reports to the PCF  the Framed Routes corresponding to the PDU Session. 
· The actual ranges of IPv4 address / IPv6 Prefixes defining subscribed Frame Routes may be defined in the subscription data received by SMF from UDM

	
	

	Consequences if not approved:
	Uncomplete support of the Frame Routing feature requested by BBF
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FIRST CHANGE (text to be added after the text introduced by the R15 CR 0943)
[bookmark: _Toc532891656]5.6.X	Support of Framed Routing

The actual ranges of IPv4 address / IPv6 Prefixes corresponding to a Framed Route may be defined in the subscription data associated with a (DNN, S-NSSAI) received by the SMF from the UDM (Session Management Subscription data defined in Table 5.2.3.3.1-1 of TS 23.502 [02]) 
If PCC applies to the PDU Session, at PDU Session establishment the SMF reports to the PCF  the Framed Routes corresponding to the PDU Session. In this case, in order to support session binding, the PCF may further report to the BSF the Framed Routes corresponding to the PDU Session.
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