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***** Start of Changes *****
4.5
User Profile management procedures

4.5.1
Subscriber Data Update Notification to AMF

Whenever the user profile is changed for a user in the UDM/UDR, and the changes affect the user profile in the AMF, the UDM shall notify these changes to the affected AMF by the means of invoking Nudm_SDM_Notification service operation. Then the AMF adds or modifies the user profile.

The Nudm_SDM_Notification service operation specified in clause 5.2.3.3 is used by the UDM to update subscriber data stored in the AMF.

The AMF takes appropriate action according to the changed subscriber data as follows, e.g.:

-
initiating an AMF initiated Deregistration procedure if the updated subscription data indicates the UE is not allowed to roam in this network; and

-
updating UE context stored at AN to modify the subscribed UE-AMBR.

-
initiating UE Configuration Update procedure as defined in clause 4.2.4.2.

UDM can also use the Nudm_SDM_Notification service operation to update the Steering of Roaming information stored in the UE via the AMF (i.e. a list of preferred PLMN/access technology combinations or HPLMN indication that 'no change of the "Operator Controlled PLMN Selector with Access Technology" list stored in the UE is needed). UDM can include an indication for the UE to send an acknowledgement of the reception of this information. The AMF provides the acknowledgement sent from the UE to UDM using the Nudm_SDM_Info service operation. For more details regarding the handling of Steering of Roaming information refer to TS 23.122 [22].

When the subscribed S-NSSAIs change, UDM provides a Network Slicing Subscription Change Indication to the UE via the AMF. Once the AMF updates the UE and obtains an acknowledgment from the UE, the AMF informs the UDM that the UE received the Network Slicing Subscription Change Indication using the Nudm_SDM_Info service operation.

When UDM/UDR updates the 5GLAN group information as requested by AF via NEF or by OA&M, the UDM will update the user profile for 5GLAN group member UEs, then notifies the updated user profile to the affected AMF, SMF and PCF using the Nudm_SDM_Info service operation.
***** Next Change *****
4.13
Specific services

4.13.6
Support of 5G LAN-type service

4.13.6.1
Support of 5GLAN group management

The information of 5GLAN group is provided by the AF to the NEF and is stored in the UDR, by using the NEF service operations information flow procedure described in clause 4.15.6.2.
***** Next Change *****
4.15.6
External Parameter Provisioning

4.15.6.1
General

Provisioning capability allows an external party to provision the expected UE behavioural information or the 5GLAN group information to 5G network functions. In case of provisioning the expected UE behavioural information the provisioning information consists of information on expected UE movement and communication characteristics. In case of provisioning the 5GLAN group information the provisioning information consists of information on 5GLAN group. Provisioned data can be used by the other NFs.

4.15.6.2
NEF service operations information flow
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Figure 4.15.6.2-1: Nnef_ParameterProvision_update request/response operations

0.
NF subscribes to UDM notifications of information updates.

1.
AF provides one or more parameter(s) to be updated in Nnef_ParameterProvision_Update Request to the NEF.


The GPSI identifies the UE and the Transaction Reference ID identifies the transaction request between NEF and AF.

2.
If the AF is authorised by the NEF to provision the parameters, the NEF requests to update and store the provisioned parameters as part of the subscriber data via Nudm_ParameterProvision_Update Request message, the message includes the provisioned data and NEF reference ID.


If the requester is not authorised to provision data, then the NEF continues in step 6 indicating the reason to failure in Nnef_ParameterProvision_Update Response message.

NOTE 1:
For non-roaming case and no authorisation or validation by the UDM required, the NEF can directly forward the external parameter to the UDR via Nudr_DM_Update Request message. And in this case, the UDR responds to NEF via Nudr_DM_Update Response message.

3.
UDM may read from UDR, by means of Nudr_DM_Query, corresponding subscriber information in order to validate required data updates and authorize these changes for this subscriber for the corresponding AF. In case the parameters for 5GLAN group are provisioned, the UDM requests the UDR to update and store the provisioned parameters as part of the UE subscription data via Nudr_DM_Update Request message.
4.
If the AF is authorised by the UDM to provision the parameters for this subscriber, the UDM resolves the GPSI to SUPI, and requests to update and store the provisioned parameters as part of the subscriber data via Nudr_DM_Update Request message, the message includes the provisioned data.


UDR stores the provisioned data as part of the subscription data and responds with Nudr_DM_Update Response message.


If the requester is not authorised to provision data, then the UDM continues in step 5 indicating the reason to failure in Nudm_ParameterProvision_Update Response message and step  7 is not executed.

5.
UDM responds the request with Nudm_ParameterProvision_Update Response. If the procedure failed, the cause value indicates the reason.

6.
NEF responds the request with Nnef_ParameterProvision_Update Response. If the procedure failed, the cause value indicates the reason.

7.
[Conditional this step occurs only after successful step 4] UDM notifies the subscribed Network Function (e.g., AMF) of the updated subscriber data via Nudm_SDM_Notification Notify message.

NOTE 2:
The NEF (in NOTE 1) or the UDM (in step 3) can also update the corresponding UDR data via Nudr_DM_Create/Delete as approprate.

4.15.6.3
Expected UE Behaviour parameters

These Expected UE Behaviour parameters characterise the foreseen behaviour of a UE or a group of UEs. Sets of these parameters may be provided via the NEF to be stored as part of the subscriber data. Each parameter within the Expected UE Behaviour shall have an associating validity time. The validity time indicates when the Expected UE Behaviour parameter expires and shall be deleted by the related NFs. The validity time may be set to indicate that the particular Expected UE Behaviour parameter has no expiration time. When the validity time expires, the related NFs delete their local copy of the associated Expected UE Behaviour parameter(s). The provision procedure of the Expected UE Behaviour is realized by external parameter provision procedure defined in clause 4.15.6.2.

NOTE :
It is expected that the format of validity time, to be defined by Stage 3, is defined in a manner which allows NFs to consistently and uniformly interpret the expiration of the associated Expected UE behaviour parameters.
Table 4.15.6.3-1: Description of Expected UE Behaviour parameters

	Expected UE Behaviour parameter
	Description

	Expected UE Moving Trajectory
	Identifies the UE's expected geographical movement

Example: A planned path of movement


***** End of Changes *****
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