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 FIRST CHANGE (Clause 6.2.3.3.1) 

6.2.3.3.1
LI_T3 interface specifics
When interception of communication contents is required, the CC-TF present in the SMF sends a trigger to the CC-POI  present in the UPF over the LI_T3 interface.

When the CC-TF in the SMF detects that a PDU session has been established for a target UE (i.e. when the SMF sends the N4: Session Establishment Request and N4: Session Modification Request to the UPF), it shall send an activation message to the CC-POI in the UPF over the LI_T3 interface. The activation message shall contain the correlation identifiers that the CC-POI in the UPF shall use with the xCC. 
This can be achieved by sending an ActivateTask message as defined in ETSI TS 103 221-1 [7] clause 6.2.1 with the following details.

Table 6.2.3-6: ActivateTask message for triggering the CC-POI in the UPF
	ETSI TS 103 221-1 field name
	Description
	M/C/O

	XID
	Set to the same XID associated with the interception in the SMF.
	M

	TargetIdentifiers
	Packet detection criteria as determined by the CC-TF in the SMF, which enables the UPF to isolate target traffic. The CC-POI in the UPF shall support at least the identifier types given in Table 6.2.3-7
· 
· 
· 
NOTE:
This value is the target identifier for the CC-POI in the UPF, and may be different from the target identifier specified in the warrant.
	M

	DeliveryType
	Set to “X3Only”.
	M

	ListOfDIDs
	Delivery endpoints for LI_X3. These delivery endpoints shall be configured by the CC-TF in the SMF using the CreateDestination message as described in ETSI TS 103 221-1 [7] clause 6.3.1 prior to first use.
	M

	CorrelationNumber
	Correlation ID to assign to X3 PDUs generated by the CC-POI in the UPF.
	M


Table 6.2.3-7: Target Identifier Types for LI_T3
	Identifier type
	ETSI TS 103 221-1 TargetIdentifier type
	Definition

	GTP Tunnel ID
	gtpuTunnelId
	F-TEID (see XSD schema)

	UE IP Address
	ipAddress
	See ETSI TS 103 221-1 [7]

	UE IP Address and port
	ipAddressPort
	See ETSI TS 103 221-1 [7]

	PFCP Session ID
	TargetIdentifierExtension / FSEID
	F-SEID (see XSD schema)

	PDR ID
	TargetIdentifierExtension / PDRID
	32 bit unsigned integer (see XSD schema)

	QER ID
	TargetIdentifierExtension / QERID
	32 bit unsigned integer (see XSD schema)

	Network Instance
	TargetIdentifierExtension / NetworkInstance
	Octet string (see XSD schema)

	GTP Tunnel Direction
	TargetIdentifierExtension / GTPTunnelDirection
	Enumeration (see XSD schema)


When the CC-TF in the SMF detects that a targeted PDU session has changed (i.e. when the SMF sends the N4 Session Modification Request to the UPF) in a way which requires changes to the interception by the CC-POI in the UPF, the CC-TF shall modify the interception at the CC-POI in the UPF over the LI_T3 interface. 
This achieved by sending a ModifyTask message as defined in ETSI TS 103 221-1 [7] clause 6.2.2 with the following details.

Table 6.2.3-8: ModifyTask message for updating interception at the CC-POI in the UPF
	ETSI TS 103 221-1 field name
	Description
	M/C/O

	XID
	Set to the XID associated with the interception.
	M

	TargetIdentifiers
	Updated packet detection criteria as determined by the CC-TF in the SMF.

NOTE: 
See notes on TargetIdentifiers in Table 6.2.3-6.
	M


When the CC-TF in the SMF detects that the PDU session has been released (i.e. when the SMF sends the N4: Session Release Request to the UPF) for a target UE, it shall send a deactivation message to the CC-POI in the UPF over the LI_T3 interface. When using ETSI TS 103 221-1 [7] this is achieved by sending a DeactivateTask message with the XID field set to the XID associated with the interception, as described in ETSI TS 103 221-1 [7] clause 6.2.3. 

 SECOND CHANGE (Clause 6.2.3.4) 

6.2.3.4
IRI-POI in UPF triggering over LI_T2
When interception of Packet Data Headers is required, the IRI-TF in the SMF sends a trigger to the IRI-POI in the UPF over the LI_T2 interface.

When the IRI-TF in the SMF detects that a PDU session has been established for a target UE, it shall send an activation message to the IRI-POI in the UPF over the LI_T2 interface. The activation message shall contain the correlation identifiers that the IRI-POI in the UPF shall use when generating xIRI. This shall be achieved by sending an ActivateTask message as defined in TS 103 221-1 [7] clause 6.2.1 with the following details:

Table 6.2.3-9: ActivateTask message for triggering the UPF IRI-POI
	ETSI TS 103 221-1 field name
	Description
	M/C/O

	XID
	Set to the same XID associated with the interception in the SMF.
	M

	TargetIdentifiers
	Packet detection criteria as determined by the IRI-TF in the SMF, which enable the UPF IRI-POI to isolate target traffic. The IRI-POI in the UPF shall support at least the identifier types given in Table 6.2.3-7



NOTE: This value is the target identifier for the IRI-POI in the UPF, and may be different from the target identifier specified in the warrant.
	M

	DeliveryType
	Set to “X2Only”.
	M

	TaskDetailsExtensions/

HeaderReporting
	Header reporting-specific tag to be carried in the TaskDetailsExtensions field of ETSI TS 103 221-1 [7].
	M

	ListOfDIDs
	Delivery endpoints of LI_X2. These delivery endpoints shall be configured by the IRI-TF in the SMF using the CreateDestination message as described in ETSI TS 103 221-1 [7] clause 6.3.1 prior to first use.
	M

	CorrelationNumber
	Correlation ID to assign to LI_X2 xIRI messages generated by the IRI-POI in the UPF.
	M


Table 6.2.3-10: ActivatePDHReporting Parameters
	Field name
	Description
	M/C/O

	pDHType
	This field shall be set to either:

· “PDHR,” for packet-by-packet reporting.

· “PDSR,” for summarized reporting.
	M

	pDSRType
	If pDHType is PDSR, this field shall be set to one of the following triggers:

a) timer expiry (along with a timer value and unit).

b) packet count (along with a value for the number of packets detected before a summary is to be triggered).

c) byte count (along with a value for the cumulative byte size reached across all packets belonging to the summary before said summary is to be triggered).

Summary reports shall not be cumulative, i.e., each summary report shall describe only the packets contained in its respective range, and each new summary shall start its count (of whichever attribute from the numbered list above applies) from zero, i.e., the information in the (n+1)’th summary report starts immediately after the end of the n’th summary report.
	C


When the IRI-TF in the SMF detects that a targeted PDU session has changed in a way which requires changes to the interception by the IRI-POI in the UPF, the IRI-TF in the SMF shall modify the interception at the IRI-POI in the UPF over the LI_T2 interface.  
This is achieved by sending an ModifyTask message as defined in ETSI TS 103 221-1[ [7] clause 6.2.2 with the following details:
Table 6.2.3-11: ModifyTask message for updating interception at the IRI-POI in the UPF
	Field name
	Description
	M/C/O

	XID
	Set to the XID associated with the interception
	M

	TargetIdentifiers
	Updated packet detection criteria as determined by the IRI-TF in the SMF.

NOTE: See notes on TargetIdentifiers in Table 6.2.3-6.
	M


When the IRI-POI in the SMF detects that the PDU session has been released for a target UE, it shall send a deactivation message to the IRI-POI in the UPF over the LI_T2 interface. When using ETSI TS 103 221-1 [7] this is achieved by sending a DeactivateTask message with the XID field set to the XID associated with the interception, as described in ETSI TS 103 221-1 [7] clause 6.2.3.  
When a PDU session involves multiple UPFs, the selection of UPF to provide the IRI-POI functions shall be done in the same way an UPF is selected to provide the CC-POI functions as described in clauses 6.2.3.3.2 and 6.2.3.3.3.

6.2.3.5
Generation of xIRI at UPF over LI_X2

6.2.3.5.1
Packet data header reporting

The IRI-POI in the UPF generates packet data header information either in per-packet form, as Packet Data Header Reports (PDHRs), or in summary form, as Packet Data Header Summary Reports (PDSRs).

6.2.3.5.2
Fragmentation

If the IRI-POI in the UPF is placed on a link which fragmented the original IP packet (see IETF RFC 791[34] for basic fragmentation rules, and IETF RFC 815 [26] for more complex re-assembly rules), a situation may occur in which only the first fragment can be sensibly reported in a PDHR, while the subsequent fragments may be missing essential fields that are mandatory, which may cause simplistic implementations to mis-report them, or omit them altogether.

In this case, the CC-POI in the UPF shall report the first fragment of a fragmented IP packet, including the port numbers when they are included within this first fragment, using the length of the fragment to determine if the port numbers are indeed encoded within this first fragment. The subsequent fragments are reported without port information. This technique relieves the IRI-POI in the UPF from having to reassemble the original IP packet (at line speed) at the cost of accuracy of the reported fields.

6.2.3.5.3
Packet Data Header Reporting (PDHR)

If the per-packet form of packet data header reporting, i.e. PDHR, is used, the IRI-POI in the UPF extracts the following information from each packet.

Table 6.2.3-12: PDHeaderReport record

	Field name
	Description
	M/C/O

	pDUSessionID
	The PDU session ID received from the IRI-TF in the SMF.
	M

	sourceIPAddress
	Shall contain the source address of the packet from the 32-bit “Source Address” field in IPv4, as defined in IETF RFC 791 [34], or from the 128-bit “Source Address” field in IPv6, as defined in IETF RFC 2460 [27].
	M

	sourcePort
	Shall contain the “Source Port” number that indicates an application or service running on top of the transport, if the “Protocol” IP field (see the nextLayerProtocol field below in this table) is one of:

a) Transmission Control Protocol (TCP), IP “Protocol” field decimal “6”; see IETF RFC 793 [28].

b) User Datagram Protocol (UDP), IP “Protocol” field decimal “17”; see IETF RFC 768 [29].

c) Datagram Congestion Control Protocol (DCCP), IP “Protocol” field decimal “33”; see IETF RFC 4340 [30].

d) Stream Control Transmission Protocol (SCTP), IP “Protocol” field decimal “132”; see IETF RFC 4960 [31].

For further details on Layer four protocols, see IANA [32].
	C

	destinationIPAddress
	Shall contain the destination address of the packet from the 32-bit “Destination Address” field in IPv4, as defined in IETF RFC 791 [34], or from the 128-bit “Destination Address” field, as defined in IETF RFC 2460 [27].
	M

	destinationPort
	Shall contain the “Destination Port” number that indicates an application or service running on top of the transport, if the “Protocol” IP field (see the nextLayerProtocol field below in this table) is one of:

e) Transmission Control Protocol (TCP), IP “Protocol” field decimal “6”; see IETF RFC 793 [28].

f) User Datagram Protocol (UDP), IP “Protocol” field decimal “17”; see IETF RFC 768 [29].

g) Datagram Congestion Control Protocol (DCCP), IP “Protocol” field decimal “33”; see IETF RFC 4340 [30].

h) Stream Control Transmission Protocol (SCTP), IP “Protocol” field decimal “132”; see IETF RFC 4960 [31].

For further details on Layer four protocols, see IANA [32].
	C

	nextLayerProtocol
	Shall contain the contents of the IP “Protocol” field as defined in IETF RFC 791 [34] (bits 72..79 in the IP header), and is one of the assigned Internet protocol numbers defined in IANA [32].
	M

	iPv6flowLabel
	If the IP addresses in the report are IPv6, this field shall contain the 20-bit IPv6 “Flow Label” as defined in:

· IPv6 IETF RFC 2460 [27], and 

· IPV6 Flow Label Specification IETF RFC 6437 [33].
	C

	direction
	Shall contain the direction of the intercepted packet, and it indicates either “from target” or “to target.”
	M

	packetSize
	Shall contain the value of the “Total Length” IP header field if IPv4 is used, as defined in IETF RFC 791 [34], or the value of the “Payload Length” field if IPv6 is used, as defined in IETF RFC 2460 [27].
	M


6.2.3.5.4
Packet Data Summary Reporting (PDSR)

If the summary form of the packet data header reporting, i.e. PDSR, is used, the IRI-POI in the UPF extracts from each packet the following information, and aggregates it in summaries.

Table 6.2.3-13: PDSummaryReport record

	Field name
	Description
	M/C/O

	pDUSessionID
	The PDU session ID received from the IRI-TF in the SMF.
	M

	sourceIPAddress
	Shall contain the source address of the packet from the 32-bit “Source Address” field in IPv4, as defined in IETF RFC 791 [34], or from the 128-bit “Source Address” field in IPv6, as defined in IETF RFC 2460 [27].
	M

	sourcePort
	Shall contain the “Source Port” number that indicates an application or service running on top of the transport, if the “Protocol” IP field (see the nextLayerProtocol field below in this table) is one of:

i) Transmission Control Protocol (TCP), IP “Protocol” field decimal “6”; see  IETF RFC 793 [28].

j) User Datagram Protocol (UDP), IP “Protocol” field decimal “17”; see IETF RFC 768 [29].

k) Datagram Congestion Control Protocol (DCCP), IP “Protocol” field decimal “33”; see IETF RFC 4340 [30].

l) Stream Control Transmission Protocol (SCTP), IP “Protocol” field decimal “132”; Stream Control Transmission Protocol [31].

For further details on Layer four protocols, see IANA[32].
	C

	destinationIPAddress
	Shall contain the destination address of the packet from the 32-bit “Destination Address” field in IPv4, as defined in IETF RFC 791 [34], or from the 128-bit “Destination Address” field, as defined in IETF RFC 2460 [27].
	M

	destinationPort
	Shall contain the “Destination Port” number that indicates an application or service running on top of the transport, if the “Protocol” IP field (see the nextLayerProtocol field below in this table) is one of:

m) Transmission Control Protocol (TCP), IP “Protocol” field decimal “6”; see  IETF RFC 793 [28].

n) User Datagram Protocol (UDP), IP “Protocol” field decimal “17”; see IETF RFC 768 [29].

o) Datagram Congestion Control Protocol (DCCP), IP “Protocol” field decimal “33”; see IETF RFC 4340 [30].

p) Stream Control Transmission Protocol (SCTP), IP “Protocol” field decimal “132”; Stream Control Transmission Protocol [31].

For further details on Layer four protocols, see IANA [32].
	C

	nextLayerProtocol
	Shall contain the contents of the IP “Protocol” field as defined in IETF RFC 791 [34] (bits 72..79 in the IP header), and is one of the assigned Internet protocol numbers defined in IANA [32].
	M

	iPv6flowLabel
	If the IP addresses in the report are IPv6, this field shall contain the 20-bit IPv6 “Flow Label” as defined in IPv6 IETF RFC 2460 [27] and the IPV6 Flow Label Specification IETF RFC 6437 [33].
	C

	direction
	Shall contain the direction of the intercepted packet, and it indicates either “from target” or “to target.”
	M

	pDSRSummaryTrigger
	Shall contain the trigger that caused the summary report to be generated, which is one of the following:

a) timer expiry.

b) packet count.

c) byte count.
	M

	firstPacketTimestamp
	Shall contain the timestamp that represents the time that the IRI-POI in the UPF detected the first packet in the set represented by this summary.
	M

	lastPacketTimestamp
	Shall contain the timestamp that represents the time that the IRI-POI in the UPF detected the last packet in the set represented by this summary.
	M

	packetCount
	Shall contain the number of packets detected during the creation of this summary.
	M

	byteCount
	Shall contain the number of bytes summed across all packets that belong to this summary. For IPv4 it is the sum of the “Total Length” fields across all packets in the summary as defined in Internet Protocol IETF RFC 791 [34], while for IPv6 it is the sum of the “Payload Length” fields across all packets in the summary as defined in Internet Protocol, Version 6 (IPv6) Specification, IETF RFC 2460 [27].
	M



 THIRD CHANGE (X1 Extension Schema) 

<?xml version="1.0" encoding="utf-8"?>
<xs:schema xmlns:xs="http://www.w3.org/2001/XMLSchema"

           xmlns="urn:3GPP:ns:li:3GPPX1Extensions"

           targetNamespace="urn:3GPP:ns:li:3GPPX1Extensions"

           elementFormDefault="qualified">
  <xs:complexType name="X1Extensions">
    <xs:sequence>
      <xs:element name="Extension" type="X1Extension" minOccurs="1" maxOccurs="unbounded"></xs:element>
    </xs:sequence>
  </xs:complexType>
  <xs:complexType name="UPFLIT3TargetIdentifierExtensions">
    <xs:sequence>
      <xs:element name="UPFLIT3TargetIdentifier" type="UPFLIT3TargetIdentifier" minOccurs="1" maxOccurs="unbounded"></xs:element>
    </xs:sequence>
  </xs:complexType>
  <xs:complexType name="UPFLIT3TargetIdentifier">
    <xs:choice>
      <xs:element name="FSEID" type="FSEID"></xs:element>
      <xs:element name="PDRID" type="xs:unsignedInt"></xs:element>
      <xs:element name="QERID" type="xs:unsignedInt"></xs:element>
      <xs:element name="NetworkInstance" type="xs:hexBinary"></xs:element>
      <xs:element name="GTPTunnelDirection" type="GTPTunnelDirection"></xs:element>
      <xs:element name="FTEID" type="FTEID"></xs:element>
    </xs:choice>
  </xs:complexType>
  <xs:complexType name="FSEID">
    <xs:sequence>
      <xs:element name="SEID" type="xs:unsignedLong"></xs:element>
      <xs:element name="IPv4Address" type="IPv4Address" minOccurs="0"></xs:element>
      <xs:element name="IPv6Address" type="IPv6Address" minOccurs="0"></xs:element>
   </xs:sequence>
  </xs:complexType>
  <xs:complexType name="FTEID">
    <xs:sequence>
      <xs:element name="TEID" type="xs:unsignedInt"></xs:element>
      <xs:element name="IPv4Address" type="IPv4Address" minOccurs="0"></xs:element>
      <xs:element name="IPv6Address" type="IPv6Address" minOccurs="0"></xs:element>
   </xs:sequence>
  </xs:complexType>
  <xs:simpleType name="GTPTunnelDirection">
    <xs:restriction base="xs:string">
      <xs:enumeration value="Outbound"></xs:enumeration>
      <xs:enumeration value="Inbound"></xs:enumeration>
    </xs:restriction>
  </xs:simpleType>
  <xs:complexType name="X1Extension">
    <xs:choice>
      <xs:element name="LALSLILCSTargetProvisioning" type="LALSLILCSTargetProvisioningExtensions"></xs:element>
      <xs:element name="LALSLTFProvisioning" type="LALSLTFProvisioningExtensions"></xs:element>
      <xs:element name="HeaderReporting" type="PDHRReportingExtensions"></xs:element>
      <xs:element name="ServiceScopingOptions" type="ServiceScopingOptions"></xs:element>
    </xs:choice>
  </xs:complexType>
  <xs:complexType name="LALSLILCSTargetProvisioningExtensions">
    <xs:sequence>
      <xs:element name="PositioningServiceType" type="PositioningServiceType"></xs:element>
      <xs:element name="PositioningPeriodicity" type="PositioningPeriodicity" minOccurs="0"></xs:element>
      <xs:element name="PositioningParameters" type="PositioningParameters" minOccurs="0"></xs:element>
    </xs:sequence>
  </xs:complexType>
  <xs:simpleType name="PositioningServiceType">
    <xs:restriction base="xs:string">
      <xs:enumeration value="Immediate"></xs:enumeration>
      <xs:enumeration value="Periodic"></xs:enumeration>
    </xs:restriction>
  </xs:simpleType>
  <xs:simpleType name="PositioningPeriodicity">
    <xs:restriction base="xs:nonNegativeInteger">
    </xs:restriction>
  </xs:simpleType>
  <xs:complexType name="PositioningParameters">
    <xs:sequence>
      <xs:element name="RequestedLocationType" type="RequestedLocationType" minOccurs="0"></xs:element>
      <xs:element name="RequestedResponseType" type="RequestedResponseType" minOccurs="0"></xs:element>
      <xs:element name="MaxLocationAge" type="xs:nonNegativeInteger" minOccurs="0"></xs:element>
      <xs:element name="ResponseTimingRequired" type="ResponseTimingRequired" minOccurs="0"></xs:element>
      <xs:element name="ResponseTimer" type="xs:nonNegativeInteger" minOccurs="0"></xs:element>
      <xs:element name="HorizontalAccuracy" type="NumberWithQOSClass" minOccurs="0"></xs:element>
      <xs:element name="AltitudeAccuracy" type="NumberWithQOSClass" minOccurs="0"></xs:element>
      <xs:element name="MotionStateRequest" type="EmptyElement" minOccurs="0"></xs:element>
    </xs:sequence>
  </xs:complexType>
  <xs:simpleType name="RequestedLocationType">
    <xs:restriction base="xs:string">
      <xs:enumeration value="CURRENT"></xs:enumeration>
      <xs:enumeration value="CURRENT_OR_LAST"></xs:enumeration>
    </xs:restriction>
  </xs:simpleType>
  <xs:simpleType name="RequestedResponseType">
    <xs:restriction base="xs:string">
      <xs:enumeration value="SYNC"></xs:enumeration>
      <xs:enumeration value="ASYNC"></xs:enumeration>
    </xs:restriction>
  </xs:simpleType>
  <xs:simpleType name="ResponseTimingRequired">
    <xs:restriction base="xs:string">
      <xs:enumeration value="NO_DELAY"></xs:enumeration>
      <xs:enumeration value="LOW_DELAY"></xs:enumeration>
      <xs:enumeration value="DELAY_TOL"></xs:enumeration>
    </xs:restriction>
  </xs:simpleType>
  <xs:complexType name="NumberWithQOSClass">
    <xs:simpleContent>
      <xs:extension base="xs:nonNegativeInteger">
        <xs:attribute name="qos_class" type="QOSClass"></xs:attribute>
      </xs:extension>
    </xs:simpleContent>
  </xs:complexType>
  <xs:simpleType name="QOSClass">
    <xs:restriction base="xs:string">
      <xs:enumeration value="ASSURED"></xs:enumeration>
      <xs:enumeration value="BEST_EFFORT"></xs:enumeration>
    </xs:restriction>
  </xs:simpleType>
  <xs:simpleType name="EmptyElement">
    <xs:restriction base="xs:string">
      <xs:enumeration value=""></xs:enumeration>
    </xs:restriction>
  </xs:simpleType>
  <xs:complexType name="LALSLTFProvisioningExtensions">
    <xs:sequence>
      <xs:element name="LILCSClientAddress" type="LILCSClientIPAddress"></xs:element>
      <xs:element name="PositioningParameters" type="PositioningParameters" minOccurs="0"></xs:element>
    </xs:sequence>
  </xs:complexType>
  <xs:complexType name="LILCSClientIPAddress">
    <xs:sequence>
      <xs:choice>
        <xs:element name="IPv4Address" type="IPv4Address"/>
        <xs:element name="IPv6Address" type="IPv6Address"/>
      </xs:choice>
    </xs:sequence>
  </xs:complexType>
  <xs:simpleType name="IPv4Address">
    <xs:restriction base="xs:token">
      <xs:pattern value="((25[0-5]|2[0-4][0-9]|[01]?[0-9]?[0-9])\.){3}(25[0-5]|2[0-4][0-9]|[01]?[0-9]?[0-9])"/>
    </xs:restriction>
  </xs:simpleType>
  <xs:simpleType name="IPv6Address">
    <xs:restriction base="xs:token">
      <xs:pattern value="([0-9a-f]{4}:){7}([0-9a-f]{4})"/>
    </xs:restriction>
  </xs:simpleType>
  <xs:complexType name="PDHRReportingExtensions">
    <xs:sequence>
      <xs:element name="PDHType" type="PDHType"></xs:element>
    </xs:sequence>
  </xs:complexType>
  <xs:complexType name="PDHType">
    <xs:choice>
      <xs:element name="PDHR" type="EmptyElement"></xs:element>
      <xs:element name="PDSR" type="PDSRParameters"></xs:element>
    </xs:choice>
  </xs:complexType>
  <xs:complexType name="PDSRParameters">
    <xs:sequence>
      <xs:element name="PDSRTriggerType" type="PDSRTriggerType"></xs:element>
    </xs:sequence>
  </xs:complexType>
  <xs:complexType name="PDSRTriggerType">
    <xs:choice>
      <xs:element name="TimerExpiry" type="TimerExpiryInSeconds"></xs:element>
      <xs:element name="PacketCount" type="xs:nonNegativeInteger"></xs:element>
      <xs:element name="ByteCount" type="xs:nonNegativeInteger"></xs:element>
    </xs:choice>
  </xs:complexType>
  <xs:simpleType name="TimerExpiryInSeconds">
    <xs:restriction base="xs:nonNegativeInteger">
    </xs:restriction>
  </xs:simpleType>
  <xs:complexType name="ServiceScopingOptions">
    <xs:sequence>
      <xs:element name="ServiceTypeOptions" type="ServiceTypeOptions"></xs:element>
      <xs:element name="LocationInformationOptions" type="LocationInformationOptions"></xs:element>
      <xs:element name="DialledDigitExtractionDelivery" type="ServiceScopeOptionValue"></xs:element>
      <xs:element name="NonHPLMNRANTrafficDelivery" type="ServiceScopeOptionValue"></xs:element>
    </xs:sequence>
  </xs:complexType>
  <xs:complexType name="ServiceTypeOptions">
    <xs:sequence>
      <xs:element name="Voice" type="ServiceScopeOptionValue"></xs:element>
      <xs:element name="Data" type="ServiceScopeOptionValue"></xs:element>
      <xs:element name="Messaging" type="ServiceScopeOptionValue"></xs:element>
      <xs:element name="PTT" type="ServiceScopeOptionValue"></xs:element>
    </xs:sequence>
  </xs:complexType>
  <xs:complexType name="LocationInformationOptions">
    <xs:sequence>
      <xs:element name="ReportLocationAtBeginningAndEnd" type="ServiceScopeOptionValue"></xs:element>
      <xs:element name="ReportLocationUpdate" type="ServiceScopeOptionValue"></xs:element>
      <xs:element name="LALS" type="ServiceScopeOptionValue"></xs:element>
    </xs:sequence>
  </xs:complexType>
  <xs:simpleType name="ServiceScopeOptionValue">
    <xs:restriction base="xs:string">
      <xs:enumeration value="Deliver"></xs:enumeration>
      <xs:enumeration value="DoNotDeliver"></xs:enumeration>
    </xs:restriction>
  </xs:simpleType>
</xs:schema>

 END OF CHANGES (Clause 4) 


