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[bookmark: _Toc4419455][bookmark: _Toc4506615]Annex X (normative):
Interworking
[bookmark: _Toc516562122]X.1	General
This annex specifies the EPS and 5GS interworking.
This Annex describes only the additions in respect the main body clause 6 for 5G Data Connectivity Charging.
X.2		Definition of charging information for interworking

X.2.1	Data description for interworking with EPC
X.2.1.1	Message contents
The Charging message as described in clause 6.1.1 shall apply to the PGW-C+SMF for interworking with EPC scenairo.   
When UE is connected to PGW-C+SMF via EPC and interworking with 5GS is supported, the information and mechanism included in clause 6.1.1 and TS 32.290[57] is supported. 
[bookmark: _GoBack]Editor’s Note: The full Annex is still FFS.

[bookmark: _Toc4506672]X.2.1.2	Ga message contents
X.2.1.3	CDR description on the Bd interface
The CDR description defined in clause 6.1.3.2 is used for interworking with EPC scenairo.
[bookmark: _Toc4506677]X.2.2	Interworking charging specific parameters
[bookmark: _Toc4506678]X.2.2.1	Definition of Interworking charging information
The charging information defined in clause 6.2.1 is used for interworking with EPC scenairo.
[bookmark: _Toc4506684]X.2.2.2	Detailed message format for Interworking charging
The message format defined in clause 6.2.2 is used for interworking with EPC scenairo.
[bookmark: _Toc4506685]X.2.2.3	Formal Interworking charging parameter description
The CHF CDR parameters and resources attributes defined in clause 6.2.3 is used for interworking with EPC scenairo.
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