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	Reason for change:
	CT1 in LS S2-1902944 indicated: In the current 23.501 specification sub clause 5.16.4.9 it is stated that: 

The UE shall not request any PDU Session Modification for the emergency PDU Session

The network shall reject any UE requested PDU Session Modification that is for an emergency PDU Session.

However, In the current 24.501 specification, there are situations where the UE is forced to do a UE requested PDU session modification procedure for an Emergency PDU session as described below.

During an emergency PDU session estasblishment, if the UE detects semantic or syntactic errors in the QoS rules received in PDU session establishment accept, UE may need to delete some rules and inform the network about the deletion via a UE initiated PDU session modification procedure. This is important as the UE need to inform the NW that some QoS rules are deleted in the UE.

So the UE requested PDU session modification needs to be handled by SMF for an emergency PDU session in abnormal scenarios.
This CR is performing alignment with stage-3 (TS 24.501) inline with the LS from CT1 and removes the aforementioned text in italics from TS 23.501.

	
	

	Summary of change:
	CR is performing alignment with stage-3 (TS 24.501) inline with the LS from CT1 S2-1902944 and removes the aforementioned text in italics from TS 23.501

	
	

	Consequences if not approved:
	Misalignment with stage-3
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	Other comments:
	


>>>Start Changes<<<
5.16.4.9
Handling of PDU Sessions for Emergency Services

The QoS Flows of a PDU Session associated with the emergency DNN shall be dedicated for IMS emergency sessions and shall not allow any other type of traffic. The emergency contexts shall not be changed to non-emergency contexts and vice versa. The UPF shall block any traffic that is not from or to addresses of network functions (e.g. P-CSCF) providing Emergency Services. If there is already an emergency PDU Session over a given Access Type (3GPP access or untrusted non-3GPP access), the UE shall not request another emergency PDU Session over the other Access Type except for handing over the emergency PDU Session to this other Access Type. The network shall reject any emergency PDU Session requests over a given Access Type (3GPP access or untrusted non-3GPP access) if it knows the UE already has an emergency PDU Session over the other Access Type. The ARP reserved for emergency service shall only be assigned to QoS Flows associated with an emergency PDU Session. If the UE is Emergency Registered over a given access, it shall not request a PDU Session to any other DNN over this access.

>>>End of changes<<<

