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FIRST CHANGE
5.30.3.4
Network and cell (re-)selection, and access control

The following is assumed for network and cell selection, and access control:

-
The CAG cell shall broadcast information such that only UEs supporting CAG are accessing the cell;

NOTE:
The above also implies that cells are either CAG cells or normal PLMN cells.

-
For aspects of automatic and manual network selection in relation to CAG, see TS 23.122 [17];
-
For aspects related to cell (re-)selection, see TS 38.304 [50];

-
The Mobility Restrictions shall be able to restrict the UE's mobility according to the Allowed CAG list (if configured in the subscription) and include an indication whether the UE is only allowed to access CAG cells (if configured in the subscription);
-
During transition from CM-IDLE to CM-CONNECTED, if the UE is accessing the 5GS via a CAG cell, the UE shall provide the selected CAG Identifier to NG-RAN, and the NG-RAN shall provide the CAG Identifier to the AMF:
-
The AMF shall verify whether UE access is allowed by Mobility Restrictions:

-
If the CAG Identifier received from the NG-RAN is part of the UE's Allowed CAG list, then the AMF accepts the NAS request;

-
If the CAG Identifier received from the NG-RAN is not part of the UE's Allowed CAG list, then the AMF rejects the NAS request with an appropriate cause code, whereas the UE removes that CAG Identifier, if it exists, from its Allowed CAG list, as defined in TS 24.501 [47]. The AMF shall then release the NAS signalling connection for the UE by triggering the AN release procedure; and

-
If the UE is accessing the network via a non-CAG cell and the UE's subscription contains an indication that the UE is only allowed to access CAG cells, then the AMF rejects the NAS request with an appropriate cause code, whereas the UE updates its local configuration, as defined in TS 24.501 [47]. The AMF shall then release the NAS signalling connection for the UE by triggering the AN release procedure.

-
During connected mode mobility procedures:

-
Based on the Mobility Restrictions received from the AMF:

-
Source NG-RAN shall not handover the UE to a target NG-RAN node if the target is a CAG cell and the related CAG Identifier is not part of the UE's Allowed CAG list;

-
Source NG-RAN shall not handover the UE to a non-CAG cell if the UE is only allowed to access CAG cells;

-
Update of Mobility Restrictions:

-
When the AMF receives the Nudm_SDM_Notification from the UDM and the AMF determines that the Allowed CAG list or the indication whether the UE is only allowed to access CAG cells have changed;

-
The AMF shall update the Mobility Restrictions in the UE and NG-RAN accordingly; and

-
If the UE is currently accessing a CAG cell and the related CAG Identifier has been removed from the Allowed CAG list or if the UE is currently accessing a non-CAG cell and the indication that the UE is only allowed to access CAG cells has been set in the subscription, then the AMF shall release the NAS signalling connection for the UE by triggering the AN release procedure.

END OF CHANGES
