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START of CHANGE
[bookmark: _Toc4484211]6.2.2.6	Traffic steering
The SMF shall support traffic steering control as defined in Clause 6.1.3.14.
The SMF may be configured with the traffic steering policy IDs related to the mechanism enabling traffic steering to the N6-LAN, DN and/or DNAIs associated with N6 traffic routing requirements.
Upon receiving a PCC rule which contains the traffic steering control information, the SMF shall provide the information to the UPF for the enforcement. The traffic steering control information in the PCC rule may include a set of DNAI(s) and for each DNAI a traffic steering policy ID and/or N6 traffic routing information dynamically provided by the AF.
Based on the received traffic steering policy ID(s), the UPF may remove or insert VLAN tags on N6 interface for downlink and uplink frames, respectively. The details of the scenario is defined in clause 5.6.10.2 of TS 23.501[2].In certain scenario, the UPF shall not remove VLAN tags sent by the UE and the UPF shall not add VLAN tags for the traffic sent to the UE. 
Editor's note:	The definition of applicable scenario will be further clarified.
[bookmark: _GoBack]NOTE:	The UPF can, for example, perform marking packets in order to indicate a certain type of traffic (including VLAN traffic identified by VLAN tag in 5G-LAN type of services) to the DN side of the N6 reference point which enables those packets to be steered in the DN. As another example the UPF can forward, i.e. offload, traffic identified by the traffic descriptor to a local tunnel.

[bookmark: _Toc534611107]End of CHANGE

