Page 1



SA WG2 Meeting #S2-132
S2-1904808
8 April – 12 April 2019, Xi’an, China





       (Revision of S2-1904509 and 4480)
	-Form-v11.4

	CHANGE REQUEST

	

	
	23.501
	CR
	1278
	rev
	2
	Current version:
	16.0.2
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:

	UE's usage setting indicating UE capability of supporting voice over E-UTRA  

	
	

	Source to WG:
	China Mobile, Intel, Huawei, Hisilicon, OPPO

	Source to TSG:
	SA2

	
	

	Work item code:
	5GS_Ph1
	
	Date:
	2019-04-09

	
	
	
	
	

	Category:
	A
	
	Release:
	Rel-16

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	It is specified in 23.501 subclause 5.16.3.7 that

“If the UE is configured to support IMS voice, the UE shall include the information element "UE's usage setting" in Registration Request messages.”
But it is not clear in this specification what IMS voice capability that a UE including this "UE's usage setting" element need to support. 

It is proposed to clarify when the UE sets this UE usage type IE set implies that a UE supporting IMS voice over 3GPP access connected to 5GC and supporting EPS shall also support IMS voice over E-UTRA connected to EPC.

This clarification does not change the original meaning and usage of this "UE's usage setting" element, and does not have any impact on UE implementation.



	
	

	Summary of change:
	Clarification is added that a UE supporting IMS voice over 3GPP access connected to 5GC and EPS shall also support IMS voice over E-UTRA connecting to EPC.

	
	

	Consequences if not approved:
	UE capability of supporting IMS voice is not clear.
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* * * * First Change * * * *
5.16.3.7
UE's usage setting

If the UE is configured to support IMS voice, the UE shall include the information element "UE's usage setting" in Registration Request messages. The UE's usage setting indicates whether the UE behaves in a "voice centric" or "data centric" way (as defined in clause 5.16.3.5).
A UE supporting IMS voice over 3GPP access connected to 5GC and that is EPS capable shall also support IMS voice over E-UTRA connected to EPC.
NOTE:
Depending on operator's configuration, the UE's usage setting can be used by the network to choose the RFSP Index in use (see clause 5.3.4.3). As an example, this enables the enforcement of selective idle mode camping over E-UTRA for voice centric UEs.

* * * * End of Change * * **





















































































































