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	Other comments:
	


* * * First change * * * *
5.3.2
Activation of usage reporting in UP function

Triggered by the PCC/ADC rules received from the PCRF or preconfigured information available at PGW-C/TDF-C/SGW-C, as well as from the OCS for online charging via Credit-Control session mechanisms, the CP function (PGW-C/TDF-C/SGW-C) shall provide Usage Reporting Rules to the UP function (PGW-U/TDF-U/SGW-U) for controlling how usage reporting is performed.

The CP function shall request the report of the relevant usage information for Usage Monitoring, based on Monitoring Keys and triggers which are specified in TS 23.203 [3] and TS 29.212 [11]. Each Usage Reporting Rule requested for usage monitoring control is associated with the PDR(s) whose traffic is to be accounted under this rule. The CP function shall generate the Usage Reporting Rule for each Monitoring-key within the active PCC/ADC rule(s), either preconfigured or received from the PCRF, and also shall keep the mapping between them. Multiple Usage Reporting Rules may be associated with the same PDR.

The CP function shall request the report of the relevant usage information for offline and online charging, based on Charging keys and additional triggers which are specified in TS 32.251 [8]. Each Usage Reporting Rule requested for offline or online charging is associated with the PDR(s) whose traffic is to be accounted under this rule. The CP function shall generate the Usage Reporting Rule for each Charging key or Sponsor Identity (if applicable) within the active PCC/ADC rule(s), either preconfigured or received from the PCRF, and also shall keep the mapping between them. Multiple Usage Reporting Rules may be associated with the same PDR.

The CP function shall also provide reporting trigger events to the UP function for when to report usage information. The reporting trigger events (e.g. triggers, threshold information etc.) shall be supported for the session (IP-CAN/TDF) level reporting as well as on Rule level basis as determined by the CP function. The triggers may be provided as a volume, time or event to cater for the different charging/usage monitoring models supported by the TS 23.203 [3] for usage monitoring and by TS 32.251 [8] for offline and online charging. The CP function shall decide on the thresholds value(s) based on allowance received from PCRF, OCS or based on local configuration.

In some cases, the same Usage Reporting Rule can be used for different purposes (for both usage monitoring and charging), e.g. in case the same set of PDR(s), measurement method, trigger event, threshold, etc. apply. Similarly a reported measurement can be used for different purposes by the CP function.

* * * End of changes * * * *
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