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* * * First Change * * * *

[bookmark: _Toc5001668]4.11.0a	Impacts to EPS Procedures
[bookmark: _Toc5001669]4.11.0a.1	General
This clause captures changes to procedures in TS 23.401 [13] that are common to interworking based on N26 and interworking without N26.
In section 4.11, UEs are assumed to support both 5GC NAS and EPC NAS unless explicitly stated otherwise.

* * * Next Change * * * *
[bookmark: _Hlk8918234][bookmark: _Toc5029217]4.11.0a.5	PDN Connection Establishment
During PDN connection establishment in the EPC, the UE and the PGW-C+SMF exchange information via PCO as described in TS 23.501 [2] clause 5.15.7. In case the PGW-C+SMF supports more than one S-NSSAI and the APN is valid for more than one S-NSSAI, before the PGW-C+SMF provides an S-NSSAI to the UE, the PGW-C+SMF should check such that the selected S-NSSAI is among the UE's subscribed S-NSSAIs by retrieving the Subscribed S-NSSAI from UDM using the Nudm_SDM_Get service operation (the PGW-C+SMF discovers and selects a UDM as described in TS 23.501 [2] clause 6.3.8). If the PGW-C+SMF is in a VPLMN, the PGW-C+SMF uses the Nnssf_NSSelection_Get service operation to retrieve a mapping of the Subscribed S-NSSAIs to Serving PLMN S-NSSAI values.
If PGW-C+SMF is selected and interaction with UDM, PCF and UPF is required for a UE that has 5GS subscription but does not support 5GC NAS and is accessing via EPC/E-UTRAN or ePDG, the PGW-C+SMF creates unique PDU Session ID for each PDN connection of the UE. The PGW-C+SMF shall not provide any 5GS related parameters to the UE.
NOTE: 	The unique PDU Session ID can be created from the EPS Bearer IDs assigned by the MME or the ePDG for the PDN Connections associated with the UE.
[bookmark: _Toc2631712]* * * End Of Change * * * *
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