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	Summary of change:
	As conclusion in SA2#132, the reference to 203 in scope should be deleted. The abbreviation should be updated with that in 203 if the reference to 203 is deleted.  
Some of the context need to be removed:

· TDF and BBERF are not existing in 5GS.

· The RAN congestion awareness is not existing in 5GC.
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· The IP-CAN session of TS 23.203 maps to the PDU Session in 5GC.

· The OCS of TS 23.203 maps to CHF in 5GC.

· The IP-CAN bearer of TS 23.203 maps to the QoS Flow in 5GC.

· The PCRF of TS 23.203 maps to the PCF in 5GC.
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* * * First change* * * *
1
Scope

The present document defines the Stage 2 policy and charging control framework for the 5G System specified in TS 23.501 [2] and TS 23.502 [3].

The policy and charging control framework encompasses the following high level functions:

-
Flow Based Charging for network usage, including charging control and online credit control, for service data flows;

-
Policy control for session management and service data flows (e.g. gating control, QoS control, etc.);

-
Management for access and mobility related policies;

-
Management for UE access selection and PDU Session selection related policies.


Interworking with E-UTRAN connected to EPC is described in TS 23.501 [2].

TS 23.502 [3] contains the stage 2 procedures and flows for the policy and charging control framework and it is a companion specification to this specification.

* * * Second change* * * *
3.2
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1], TS 23.501 [2], TS 23.502 [3] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].
AMBR
Aggregated Maximum Bitrate

ANDSP
Access Network Discovery & Selection Policy

ARP
Allocation and Retention Priority

ASP
Application Service Provider

BSF
Binding Support Function

CHF
CHarging Function

H-PCF
A PCF in the HPLMN

H-UDR
A UDR in the HPLMN

MPS
Multimedia Priority Service

NBIFOM
Network-based IP flow mobility

NSWO
Non-Seamless WLAN Offload

NWDAF
Network Data Analytics Function

OAM
Operation Administration and Maintenance

OCS
Online Charging System

PCC
Policy and Charging Control

PFD
Packet Flow Description

PFDF
Packet Flow Description Function

PRA
Presence Reporting Area

RAN
Radio Access Network

URSP
UE Route Selection Policy

V-PCF
A PCF in the VPLMN

V-UDR
A UDR in the VPLMN

vSRVCC
video Single Radio Voice Call Continuity

WLANSP
WLAN Selection Policy
* * * End of the changes* * * *
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