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* * * First Change * * * *
A.2
MCData UE configuration data

The general aspects of UE configuration are specified in 3GPP TS 23.280 [5]. Data in tables A.2-1 and A.2-2 have to be known by the MCData UE after MCData authorization.
Data in table A.2-1 can be configured offline using the CSC-11 reference point. Table A.2-1 contains the UE configuration required to support the use of off-network MCData service.

Table A.2-1: UE configuration data (on and off network)
	Reference
	Parameter description

	
	Short data service

	[R-5.4.2-002] of 3GPP TS 22.280 [2]
	> Maximum number of simultaneous SDS transactions (Nc4)

	[R-5.4.2-004] of 3GPP TS 22.280 [2]
	> Requested presentation priority of SDS messages received (see NOTE)

	
	File distribution

	[R-5.4.2-002] of 3GPP TS 22.280 [2]
	> Maximum number of simultaneous file distribution transactions (Nc4)

	
	Transmission control

	[R-5.4.2-002] of 3GPP TS 22.280 [2]


	> Maximum number of simultaneous data transmissions (Nc4)

	[R-5.4.2-003] of 3GPP TS 22.280 [2]
	> Maximum number of data transmissions (Nc5) in a group

	
	Reception control

	[R-5.4.2-002] of 3GPP TS 22.280 [2]
	> Maximum number of simultaneous data receptions (Nc4)

	[R-5.4.2-003] of 3GPP TS 22.280 [2]


	> Maximum number of data receptions (Nc5) in a group

	NOTE:
Priority of SDS messages includes enhanced status updates, since enhanced status updates utilise the SDS mechanism.


Table A.2-2: UE configuration data (on network)
	Reference
	Parameter description

	Subclause 5.2.3 of 3GPP TS 23.280 [6]
	Relay service (Y/N)

	Subclause 5.2.3 of 3GPP TS 23.280 [6]
	List of allowed relayed MCData groups and their relay service code (as specified in 3GPP TS 23.303 [7]) (optional) (see NOTE)

	
	> MCData group ID

	
	> Relay service code (as specified in 3GPP TS 23.303 [7])

	
	

	
	

	
	

	NOTE:
When the value of the parameter Relay service is N, this parameter and its child parameters are not needed.


