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	1st Modified Section


7.1.x
Operation and notification of performance threshold monitoring service
7.1.x.1
Notification notifyThresholdCrossing (M)

7.1.x.1.1
Definition

This notification supports the threshold monitoring notification target to be notified when the performance threshold is crossed or reached.

6.x.2.1.2
Notification information

	Parameter Name
	Qualifier
	Information Type
	Comment

	objectClass
	M, Y
	“ManagedElement” (see TS 28.622 [11]), or “performance threshold monitoring service”
	It indicates the class, whose instance emitted this notification. The sender could be NF, or the performance threshold monitoring service producer. 

	objectInstance
	M, Y
	DN of the instance of the “ManagedElement”, or the identifier of the performance threshold monitoring service producer

	It identifies the instance of the sender of this notification. The sender could be NF, or the performance threshold monitoring service producer.

	notificationId
	M, N
	This is an identifier of the notification, which may be used to correlate notifications.
	The unique identifier of the notification across all notifications sent by a particular management service producer throughout the time that correlation is significant.

How identifiers of notifications are re-used to correlate notifications is outside of the scope of the present document.

	eventTime
	M, Y
	It indicates the event occurrence time.
	The semantics of Generalised Time specified by ITU-T shall be used here.

	notificationType
	M, Y
	"notifyThresholdCrossing "
	The type of notification, and it shall be assigned to "notifyThresholdCrossing" for this notification.

	startOfMonitoringGP
	M, Y
	It indicates the start of the monitoring granularity period.
	The semantics of Generalised Time specified by ITU-T shall be used here.

	endOfMonitoringGP
	M, Y
	It indicates the end of the monitoring granularity period.
	The semantics of Generalised Time specified by ITU-T shall be used here.

	monitoredObjectInstance
	M, Y
	DN of the monitored object instance
	The DN of the object instance for which the measurementTypeName reported by this notification is monitored.

	thresholdLevel
	M, Y
	It indicates the level of the threshold which is crossed or reached.
	

	measurementTypeName
	M, Y
	The measurementType shall be in one of the following form:
-      "family.measurementName.subcounter" for monitoring the measurement types with subcounters defined.
-
"family.measurementName" for monitoring the measurement types without subcounters defined.

	It indicates the name of the measurement type whose value has reached or crossed the threshold.

	measurementValue
	M, Y
	The type of the measurementValue for the measurement type is specified in the performance measurement definition in TS 28.552 [18].
	It indicates the value of the measurement type which has reached or crossed the threshold.

	additionalText
	O, N
	It provides additional information for this notification.
	It carries vendor-specific semantics not defined in the present document.
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