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	Reason for change:
	When a service is used it is important that it is not interrupted or aborted. One of the fault cases in a radio system for this is handovers/mobility. 
If a mobility KPI is not considered OK, then the network operator can investigate which steps that are required to improve the mobility towards their services.
Thus, a KPI should be added for observing the impact of mobility in NG-RAN on end-users.

	
	

	Summary of change:
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[bookmark: _Toc4420204]4	End to end KPI concept and overview
The following KPI categories are included in the present document: 
-	Accessibility (see the definition in [3]).
-	Integrity (see the definition in [3]).
-	Utilization.
-	Retainability (see the definition in [3]).
-	Mobility.
For future update of the document it will also include:
-	Availability.
-	Mobility.
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[bookmark: _Toc264376980]6.x	Mobility KPI 
[bookmark: _Toc264376981]6.x.1	NG-RAN Handover Success Rate
1. NG-RAN Handover Success Rate
1. A KPI that shows how often a handover within NR-RAN is successful, regardless if the handover was made due to bad coverage or any other reason. 
1. This KPI is obtained by successful handovers to the same or another gNB divided by attempted handovers to the same or another gNB. 
1. 

1. MM.HoExeInterSucc, MM.HoExeIntraSucc, MM.HoExeInterReq, MM.HoExeIntraReq, MM.HoPrepInterSucc, MM.HoPrepIntraSucc, MM.HoPrepInterReq and MM.HoPrepIntraReq 
1. 5GS
1. Mobility
1. Percentage
1. RATIO
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A.x	Use case for Mobility KPI
When a service is used it is important that it is not interrupted or aborted. One of the fault cases in a radio system for this is handovers/mobility. 
If a mobility KPI is not considered OK, then the network operator can investigate which steps that are required to improve the mobility towards their services.
This KPI should be used for observing the impact of mobility in NG-RAN on end-users.
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