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********************************* 1st change *******************************
8.25.2.1
Interconnection API publish request

Table 8.25.2.1-1 describes the information flow interconnection API publish request from CAPIF core function to CAPIF core function.

Table 8.25.2.1-1: Interconnection API publish request

	Information element
	Status
	Description

	CCF information
	M
	The information of the CAPIF core function which publishes APIs, may include identity, authentication and authorization information

	Service API information
	O

(see NOTE 1)
	The service API information includes the service API name, service API type, communication type, description, interface details (e.g. IP address, port number, URI), protocols, version numbers, and data format.

	Service API category
	O

(see NOTE 1)
	The category of the service APIs to be published, (e.g.,V2X, IoT)

	Shareable indication information
	O

(see NOTE 2)
	Indicates whether the service API or the service API category can be published to other CCFs, and if sharing, shared within API provider domain, or beyond API provider domain, or both.

	CAPIF provider domain information
	O (see NOTE 3)
	Indicates the CAPIF provider domain of the service API to be published

	NOTE 1:
At least one of the Service API information and Service API category shall be present.

NOTE 2:
If the shareable indication information is not present, the service API is not allowed to be shared.
NOTE 3:
This is only presented when publish service API to a different CAPIF provider domain.


*********************************End of 1st change *******************************
