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<<<<<<<<<<<<<<<<<<<<<<<<<< START OF FIRST CHANGE >>>>>>>>>>>>>>>>>>>>>>>>>>>>

[bookmark: _Toc4503928]7.3.1.4	Generation of xIRI over LI_X2
The IRI-POI provided by the LI-LCS client shall deliver the target location reports to respective MDF(s) as xIRI messages over the LI_X2 interface.
Table 7.3.1.4-1: LALSReport record
	Field name
	Description
	M/C/O

	sUPI
	SUPI of the target, if used for the service (see NOTE).
	C

	pEI
	PEI of the target, if used for the service (see NOTE).
	C

	gPSI
	GPSI of the target, if used for the service (see NOTE).
	C

	location
	Location of the target, if obtained successfully.
Encoded as a positioningInfo parameter (location>positioningInfo). Both the positionInfo (location>positioningInfo>positionInfo) and the mLPPositionData (location>positioningInfo>rawMLPResponse>mLPPositionData) are present in the case of successful positioning. In the case of positioning failure only the mLPErrorCode (location>positioningInfo>rawMLPResponse>mLPErrorCode) is present. See Annex A.
	C

	NOTE:	 At least one of the SUPI, PEI or GPSI fields shall be present.



The LI_X2 header (as per clause 5.3.2) of the LALSReport record presented in Table 7.3.1.4-1 shall contain the correlation ID (if provided) from a respective LI_T2 ActivationTask message.

<<<<<<<<<<<<<<<<<<<<<<<<<< END OF CHANGES >>>>>>>>>>>>>>>>>>>>>>>>>>>>
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