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* * * First Change * * * *

10.9.1.2.3
Floor granted

Table 10.9.1.2.3-1 describes the information flow floor granted, from the floor control server to the floor participant and from the floor control server to the floor control server or MC gateway server, which is used to indicate that a request for floor is granted and media transfer is possible. This information flow is sent in unicast (to the granted floor participant).

Table 10.9.1.2.3-1: Floor granted

	Information element
	Status
	Description

	MCPTT ID
	M
	Granted party identity

	Functional alias
	O
	Functional alias of the requester

	Duration
	M
	The time for which the granted party is allowed to transmit

	Source identifier
	O
	Identifies the communication, e.g. by identifying the media flow within a media multiplex, present only if media multiplexing

	Acknowledgement required
	O
	Indicates if acknowledgement from the floor participant is required

	


* * * Next Change * * * *

10.9.1.2.6
Floor request cancel response

Table 10.9.1.2.6-1 describes the information flow floor request cancel response, from the floor control server to the floor control participant and from the floor control server to the floor control server or MC gateway server, which is used to indicate the response for the floor request cancellation. This information flow is sent in unicast.

Table 10.9.1.2.6-1: Floor request cancel response

	Information element
	Status
	Description

	MCPTT ID
	M
	Identity of party that initiated the cancellation request

	Functional alias
	O
	Functional alias of the requester

	Source identifier
	O
	Identifies the communication, e.g. by identifying the media flow within a media multiplex, present only if media multiplexing

	Acknowledgement required
	O
	Indicates if acknowledgement from the floor participant is required

	


* * * Next Change * * * *

10.9.1.2.9
Floor release

Table 10.9.1.2.9-1 describes the information flow floor release, from the floor participant to the floor control server, which is used to indicate the media transfer is completed and floor is released. This information flow is sent in unicast to the floor control server.

Table 10.9.1.2.9-1: Floor release

	Information element
	Status
	Description

	MCPTT ID
	M
	Identity of party that initiated the cancellation request

	Functional alias
	O
	Functional alias of the requester

	Source identifier
	O
	Identifies the communication, e.g. by identifying the media flow within a media multiplex, present only if media multiplexing

	


* * * Next Change * * * *

10.9.1.2.11
Floor revoked

Table 10.9.1.2.11-1 describes the information flow floor revoked, from the floor control server to the floor participant and from the floor control server to the floor control server or MC gateway server, which is used to indicate the floor is revoked from its current holder (the floor participant who was granted the floor). This information flows is sent in unicast (to the revoked floor participant).

Table 10.9.1.2.11-1: Floor revoked

	Information element
	Status
	Description

	MCPTT ID
	M
	Revoked party identity

	Functional alias
	O
	Functional alias of the requester

	Source identifier
	O
	Identifies the communication, e.g. by identifying the media flow within a media multiplex, present only if media multiplexing

	Acknowledgement required
	O
	Indicates if acknowledgement from the floor participant is required

	


* * * Next Change * * * *

10.9.1.2.13
Queue position request

Table 10.9.1.2.13-1 describes the information flow queue position request, from the floor participant to the floor control server and from the floor control server to the floor control server or MC gateway server, which is used to request the position in the floor request queue. The MCPTT server and the MCPTT client support queuing of the floor control requests shall support this information flow. This information flow is sent in unicast to the floor control server.

Table 10.9.1.2.13-1: Queue position request

	Information element
	Status
	Description

	MCPTT ID
	M
	Identity of party whose floor position is requested

	Functional alias
	O
	Functional alias of the requester

	Source identifier
	O
	Identifies the communication, e.g. by identifying the media flow within a media multiplex, present only if media multiplexing

	


10.9.1.2.14
Queue position info

Table 10.9.1.2.14-1 describes the information flow queue position info, from the floor control server to the floor participant and from the floor control server to the floor control server or MC gateway server, which is used to indicate the floor request is queued and the queue position to the floor requesting UE. The MCPTT server and the MCPTT client support queuing of the floor control requests shall support this information flow. This information flows is sent in unicast (to the queued floor participant).

Table 10.9.1.2.14-1: Queue position info

	Information element
	Status
	Description

	MCPTT ID
	M
	Identity of party whose floor position is provided

	Functional alias
	O
	Functional alias of the requester

	Queue position info
	M
	Position of the queued floor request in the queue

	Source identifier
	O
	Identifies the communication, e.g. by identifying the media flow within a media multiplex, present only if media multiplexing

	Acknowledgement required
	O
	Indicates if acknowledgement from the floor participant is required

	


* * * End of Change * * * *


