

	
3GPP TSG-SA5 Meeting #125Adhoc 	S5-194170
Sapporo, Japan 25-28 June 2019												Revision of S5-19xxxx
	CR-Form-v11.4

	CHANGE REQUEST

	

	
	28.552
	CR
	[bookmark: _GoBack]0096
	rev
	-
	Current version:
	16.2.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X



	

	Title:	
	Add measurement of UPF for N4 interface

	
	

	Source to WG:
	Huawei

	Source to TSG:
	S5

	
	

	Work item code:
	5G_SLICE_ePA
	
	Date:
	2019-06-18

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-16

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	[bookmark: OLE_LINK1]Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
Rel-12	(Release 12)
Rel-13	(Release 13)
Rel-14	(Release 14)
Rel-15	(Release 15)
Rel-16	(Release 16)

	
	

	Reason for change:
	Add measurement for N4 session report based on current measurement for N4 interface in TS 28.552.

	
	

	Summary of change:
	Following measurement for N4 are added:
· N4 reports.

	
	

	Consequences if not approved:
	N4 session report is not covered by measurement in TS 28.552.
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[bookmark: _Toc524966146]
[bookmark: _Toc4418777]5.4.3.x	N4 Session reports
[bookmark: _Toc4418778]5.4.3.x.1	Number of requested N4 session reports
a)	This measurement provides the number of N4 session reports sent by the UPF.
b)	CC.
c)	When UPF sends N4 session report message (see 3GPP TS 23.502 [7]) to SMF. 
d)	A single integer value.
e)	SM.N4SessionReport.
f)	UPFFunction.
g)	Valid for packet switched traffic.
h)	5GS.

[bookmark: _Toc4418779]5.4.3.x.2	Number of successful N4 session reports
a)	This measurement provides the number of successful N4 session report at the UPF. 
b)	CC.
c)	On receipt of N4 session report ACK message (see 3GPP TS 23.502 [7] by the UPF. Each N4 session report ACK message indicating the successful N4 session report request triggers the counter to increment by 1.
d)	A single integer value.
e)	SM.N4SessionReportSucc 
f)	UPFFunction.
g)	Valid for packet switched traffic.
h)	5GS.
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