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	Start change—measurement from SMF



5.3.x	Performance measurement for N4 interface
5.3.x.1			Number of N4 session modifications
a)    This measurement provides the number of attempted N4 session modifications.
b)    CC
c)    Transmission of "N4 Session Modification Request" message from SMF, this counter is cumulated by different N4 Session Modification Request messages sent by SMF as specified in TS 23.502 [7] and TS 29.244 [16]. 
d)    A single integer value.
e)    SM.N4SessionModify.
f)     SMFFunction
g)    Valid for packet switching 
h)   5GS.

5.3.x.2			Number of failed N4 session modifications
a)    This measurement provides the number of failed N4 session modifications.
b)    CC
c)    Receipt of "N4 Session Modification Response" message with appropriate error cause value from UPF, SMF identifies a failed N4 session modification as defined in TS 23.502 [7] and TS 29.244 [16]. Each rejected N4 Session Modification Request increments the relevant subcounter by 1.
d)    A single integer value.
e)    SM.N4SessionModifyFail.Cause.	
Where Cause identifies the reject cause of N4 session modification request, per the encoding of the cause specified in TS 29.244 [16].
f)     SMFFunction
g)    Valid for packet switching 
h)   5GS.

5.3.x.3			Number of N4 session deletions
a)    This measurement provides the number of attempted N4 session deletions.
b)    CC
c)    Transmission of "N4 Session Deletion Request" message from SMF, this counter is cumulated by different N4 Session Deletion Request messages sent by SMF as specified in TS 23.502 [7] and TS 29.244 [16]. 
d)    A single integer value.
e)    SM.N4SessionDelete.
f)     SMFFunction
g)    Valid for packet switching 
h)   5GS.

5.3.x.4			Number of failed N4 session deletions
a)    This measurement provides the number of failed N4 session deletions.
b)    CC
c)    Receipt of "N4 Session Deletion Response" message with appropriate error cause value from UPF, SMF identifies a failed N4 session deletion as defined in TS 23.502 [7] and TS 29.244 [16]. Each rejected N4 Session Deletion Request increments the relevant subcounter by 1.
d)    A single integer value.
e)    SM.N4SessionDeleteFail.Cause.
Where Cause identifies the reject cause of N4 session deletion request, per the encoding of the cause specified in TS 29.244 [16].
f)     SMFFunction
g)    Valid for packet switching 
h)   5GS.
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