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	Reason for change:
	The criteria for MME to increment the count of successful paging is not reflected in TS 32.426 v15.2.0 description of measurement for paging,: "Incremented when a paging response is received by the MME from the UE as response to an EPS PS paging procedure (Receipt of "SERVICE REQUEST" message with Service Type = Paging Response from the UE (TS 24.301 [3]))". 
Since the "Paging Response" in a SERVICE REQUEST does not represents the value of Service Type, but only the indication of paging response to MME, the measurement description for paging in TS 32.426 is missing the information indicating the successfully received response to paging. The missing information can be seen in SERVICE REQUEST message indicates a paging response where the CN domain indicator set to "PS".

	
	

	Summary of change:
	Clarify the exact value of Service Type within a SERVICE REQUEST of the response to paging request. 

	
	

	Consequences if not approved:
	The criteria for MME to successful paging request is incorrectly described in TS 32.426 v15.2.0
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[bookmark: _Toc223774956]4.1.9.2         Successful EPS paging procedures
1. This measurement provides the number of successful PS paging procedures initiated at the MME. The initial paging procedures as well as the repeated paging procedures are counted.
1. CC.
1. Incremented when a paging_response is received by the MME from the UE as response to an EPS PS paging procedure (Receipt of "SERVICE REQUEST" message with Service Type = indicaiting a Ppaging Response response from the UE (TS 24.301 [3])) , which are counted when paging area is smaller than or equal to one TA.
NOTE:	SERVICE REQUEST message indicates a paging response where the CN domain indicator set to "PS". (see TS 24.301 [3])
1. A single integer value.
1. MM.PagingEpsSucc
1. TA, specified by a concatenation of the MCC (Mobile Country Code), MNC (Mobile Network Code), TAC (Tracking Area Code).
1. Valid for packet switching.
1. EPS.
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