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*********************** 1st change *******************
Annex C (normative):
V2X application enabler related configuration data

C.1
General

This Annex provides information about the static data needed for configuration for the V2X application enabler service, which belongs to one of the following categories:

-
VAE client configuration data (see subclause C.2); and
-
VAE server configuration data (see subclause C.3).
C.2
VAE client configuration data
The procedure of VAE client related configuration are specified in 3GPP TS 23.434 [6]. Data in tables C.2-1 has to be known by the VAE client.

Data in table C.2-1 can be configured using the CM-UU reference point as specified in 3GPP TS 23.434 [6]. 

Table C.2-1: VAE client related configuration data
	Reference
	Parameter description

	Clause 8.1 and clause 9.1.2.2
	V2X user/UE identity

	Clause 9.1.2.2
	V2X service ID

	Clause 9.1.2.2
	V2X server USD

	Clause 9.2.3 and Clause 9.1.2.3
	IP address and port information of the initial VAE server serving the VAE client

	Clause 9.3.3
	GEO ID information


C.3
VAE server configuration data
The procedure of VAE server related configuration are specified in 3GPP TS 23.434 [6]. Data in tables C.3-1 has to be known by the VAE server.

Data in table C.3-1 can be configured using the CM-S reference point as specified in 3GPP TS 23.434 [6]. 

Table C.3-1: VAE server related configuration data
	Reference
	Parameter description

	Clause 8.1
	List of V2X user identities

	Clause 9.7.4.2
	IP address of the EPS entity SCEF

	Clause 9.10.3.2
	List of IP addresses of the neighboring VAE servers

	Clause 9.11.3.2
	IP address of the NRM server

	Clause 9.12.3.2
	Unique pool of ProSe Layer-2 Group IDs

	Clause 9.5.2
	BM-SC information

	
	


