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	Modified Section


5.1.2.x
NSSI performance threshold monitoring

5.1.2.x.1
Creation of threshold monitoring for NSSI performance measurements

	Use case stage
	Evolution/Specification
	<<Uses>>
Related use

	Goal 
	To enable the authorized consumer to request creation of threshold monitoring for NSSI performance measurements.
	

	Actors and Roles
	An authorized consumer monitoring service for NSSI performance threshold monitoring.


	

	Telecom resources
	Producer of management service for NSSI performance threshold monitoring.
	

	Assumptions
	N/A

	

	Pre-conditions
	- The 3GPP NSSI has been deployed.
- The management service for NSSI performance threshold monitoring is in operation. 

- The authorized consumer of management service for NSSI performance threshold monitoring has subscribed to the threshold crossing notifications.
	

	Begins when 
	The authorized consumer needs to create performance threshold monitoring for NSSI performance measurements.
	

	Step 1 (M)
	The authorized consumer requests the management service producer to create performance threshold monitoring for NSSI performance measurements. The request contains the threshold information with the conditions for triggering the threshold crossing notifications.
	

	Step 2 (M)
	The management service producer for NSSI performance threshold monitoring requests the NSSI(s) to monitor the performance measurements. 
	

	Ends when 
	All the steps identified above are successfully completed.
	

	Exceptions
	One of the steps identified above fails.
	

	Post-conditions
	The NSSI performance threshold monitoring has been created.

The NSSI monitors the performance measurements, and when the condition is met (e.g., a specific threshold is crossed or reached), the NSSI

·  sends the threshold crossing notification to the consumer; or

·  reports the threshold crossing event to NSSI performance threshold monitoring service producer, who then sends the threshold crossing notification to the consumer.
	

	Traceability 
	
	


5.1.2.x.2
Termination of threshold monitoring for NSSI performance measurements

	Use case stage
	Evolution/Specification
	<<Uses>>
Related use

	Goal 
	To enable the authorized consumer to request termination of threshold monitoring for NSSI performance measurements.
	

	Actors and Roles
	An authorized consumer of management service for NSSI performance threshold monitoring.


	

	Telecom resources
	Producer of management service for NSSI performance threshold monitoring.
	

	Assumptions
	N/A

	

	Pre-conditions
	- The 3GPP NSSI has been deployed.
- The roducer of management service for NSSI performance threshold monitoring is in operation. 

- The threshold monitoring for NSSI performance measurements has been created for the authorized consumer.
	

	Begins when 
	The authorized consumer needs to terminate the performance threshold monitoring for NSSI performance measurements.
	

	Step 1 (M)
	The authorized consumer requests the management service producer to terminate the performance threshold monitoring for NSSI performance measurements. 
	

	Step 2 (M)
	The management service producer stops the subject threshold monitoring, and requests the NSSI(s) to stop monitoring the performance measurements.
	

	Ends when 
	All the steps identified above are successfully completed.
	

	Exceptions
	One of the steps identified above fails.
	

	Post-conditions
	The threshold monitoring for NSSI performance measurements is stopped.
	

	Traceability 
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