

	
3GPP TSG-SA5 Meeting #125	S5-195949
Brugges, Belgium 19 - 23 August 2019													Revision of S5-195416
	CR-Form-v11.4

	CHANGE REQUEST

	

	
	28.554
	CR
	0030
	rev
	2
	Current version:
	16.1.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	X
	Core Network
	



	

	Title:	
	Add new specification requirement related to extended 5QI 1 QoS Flow Retainability monitoring

	
	

	Source to WG:
	Nokia, Nokia Shanghai Bell

	Source to TSG:
	S5

	
	

	Work item code:
	5G_SLICE_ePA
	
	Date:
	2019-08-09

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-16

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
Rel-12	(Release 12)
Rel-13	(Release 13)
Rel-14	(Release 14)
Rel-15	(Release 15)
Rel-16	(Release 16)

	
	

	Reason for change:
	Improve monitoring of the retainability for the 5QI 1 QoS Flow services.


	
	

	Summary of change:
	Add measurement related to extended monitoring of the retainability for the 5QI 1 QoS Flow services.

	
	

	Consequences if not approved:
	The retainability monitoring of the 5QI 1 QoS Flow services as closer as to what end user perceives cannot be provided.
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	[bookmark: _Toc384916784][bookmark: _Toc384916783]1st Modified Section


[bookmark: _Toc10643891]A.x	Use case for QoS flow retainability-related KPI
QoS Flow is the key and limited resource for 5GS to deliver services. The release of the QoS flow needs to be monitored. QoS Flow drop ratio is a key performance indicator of how often an end-user is abnormally losing a bearer. This key performance indicator is of great importance to estimate the end users’ experiences. 
The KPI shall be available per QoS group.
From QoS perspective it is important to focus also on call duration as in some cases wrong quality perceived by the end user is not fully reflected by drop ratio nor retainability KPI. Typical case is when due to poor radio conditions the end user redials (the call was terminated normally) to the same party to secure the quality. But in this case the drop ratio KPI will not show any degradation. Secondly, although the call is dropped the end user may or may not redial depending on dropped call duration compared to the case when the call would be normally released. It is therefore highly recommended to monitor distribution of duration of normally and abnormally released calls.
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