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[bookmark: _Toc10814711]6.1.6.2.1.7	Type Trigger
Table 6.1.6.2.1.7-1: Definition of type Trigger
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	triggerType
	TriggerType
	Oc
	0..1
	the events whose occurrence lead to charging event is issued towards the CHF
	

	triggerCcategory
	TriggerCategory
	M
	1
	This field indicates whether the charging data generated by the NF consumer for the trigger lead to a Charging Event towards the CHF immediately or not.
	

	timeLimit
	DurationSec
	OC
	0..1
	Time limit if trigger type is "Expiry of data time limit"
	

	volumeLimit
	Uint32
	OC
	0..1
	Volume limit if trigger type is "Expiry of data volume limit". This attribute is not valid from Nchf_ ConvergedCharging API version v2.0.0
	

	volumeLimit64
	Uint64
	OC
	0..1
	Volume limit if trigger type is "Expiry of data volume limit".
This attribute replaces the volumeLimit attribute from Nchf_ ConvergedCharging API v2.0.0
	

	maxNumberOfccc  
	Uint32
	OC
	0..1
	Maximum number if trigger type is "Max nb of number of charging condition changes"
	



	Second change


[bookmark: _Toc10814735]6.1.6.2.2.15	Type RoamingChargingProfile
Table 6.1.6.2.1.15-1: Definition of type RoamingChargingProfile
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	triggers
	array(Trigger)
	OC
	0..N
	Trigger for roaming QBC
	

	partialRecordMethod
	PartialRecordMethod
	Oc
	0..1
	method uses for partial record closure
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