

	
3GPP TSG-SA WG1 Meeting #87 	S1-192121 
Sophia-Antipolis, France, 19 - 23 August 2019	(revision of S1-19xxxx)
	CR-Form-v11.2

	CHANGE REQUEST

	

	
	22.261
	CR
	0380
	rev
	-
	Current version:
	16.8.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	



	

	Title:	
	Editorial corrections of TS 22.261

	
	

	Source to WG:
	China Telecom

	Source to TSG:
	S1

	
	

	Work item code:
	SMARTER_Ph2
	
	Date:
	2019-08-09

	
	
	
	
	

	Category:
	D
	
	Release:
	Rel-16

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can be found in 3GPP TR 21.900.
	[bookmark: OLE_LINK1]Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
Rel-12	(Release 12)
Rel-13	(Release 13)
Rel-14	(Release 14)
Rel-15	(Release 15)
Rel-16	(Release 16)

	
	

	Reason for change:
	Some editorial errors were found.

	
	

	Summary of change:
	· Capitalizing the first letter of abbreviations
· Capitalizing of the first letter of a sentence
· Adding a full stop at the end of the sentence

	
	

	Consequences if not approved:
	Less editorial quality in TS 22.261

	
	

	Clauses affected:
	3.2, 5.1.2.2, 6.1.2.1

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	



Page 1



	[bookmark: _Toc10105835][bookmark: _Toc10105839]*** Begin of 1st Change ***


[bookmark: _Toc11404852]3.2	Abbreviations
For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].
3D	Three Dimensional
5G	Fifth Generation
5G LAN-VN	5G LAN-Vvirtual Nnetwork
AR	Augmented Reality
A/S	Actuator/Ssensor
E2E	End to End
eFMSS	Enhancement to Flexible Mobile Service Steering
eV2X	Enhanced V2X 
FMSS	Flexible Mobile Service Steering
GEO	Geostationary satellite Earth Orbit
ICP	Internet Content Provider
ID	Identification
IMU	Inertial Measurement Unit 
IOPS	Isolated E-UTRAN Operation for Public Safety
IoT	Internet of Things
KPI	Key Performance Indicator 
LCS	Location Services 
LEO	Low-Earth Orbit
MBB	Mobile BroadBand
MCS	Mission Critical Services
MCX	Mission Critical X, with X = PTT or X = Video or X = Data
MEO	Medium-Earth Orbit
MIoT	Massive Internet of Things
MMTEL	Multimedia Telephony
MNO	Mobile Network Operator
MPS	Multimedia Priority Service
MSGin5G	Message Service Within the 5G System
MVNO	Mobile Virtual Network Operator
NGMN	Next Generation Mobile Networks
QoE	Quality of Experience
RSTP	Rapid Spanning Tree Protocol
SEES	Service Exposure and Enablement S 
URLLC	Ultra Reliable Low Latency Communication Support
SST	Slice/Service Type
TTFF	Time To First Fix
UAV	Unmanned Aerial Vehicle
UHD	Ultra High Definition
VR	Virtual Reality

	*** End of 1st Change ***




	***Begin of 2nd Change ***


[bookmark: _Toc11404859]5.1.2.2	Legacy service support
In principle, the 5G system shall support all EPS capabilities (e.g., from TSs 22.011, 22.101, 22.278, 22.185, 22.071, 22.115, 22.153, 22.173), however:
-	Voice service continuity from NG-RAN to GERAN shall not be supported,
-	Voice service continuity from NG-RAN to UTRAN CS should be supported (see Note),
-	Voice service continuity from GERAN to NG-RAN shall not be supported,
-	Voice service continuity from UTRAN to NG-RAN shall not be supported,
-	CS fallback from NG-RAN to GERAN shall not be supported,
-	CS fallback from NG-RAN to UTRAN shall not be supported,
-	Sseamless handover between NG-RAN and GERAN shall not be supported,
-	Sseamless handover between NG-RAN and UTRAN shall not be supported, 
-	Aaccess to a 5G core network via GERAN or UTRAN shall not be supported,
-	Video service continuity between 5GS and UMTS shall not be supported,
-	IP address preservation for PS service when UE moves between 5GS and GSM/UMTS shall not be supported, 
-	Service continuity between 5GS and CDMA2000 shall not be supported.
NOTE:	Architectural or protocol changes needed to support voice service continuity from NG-RAN to UTRAN CS are expected to have minimum impact on architecture, specifications, or the development of the 5G New Core and New Radio.

	***End of 2nd Change ***




	***Begin of 3rd Change ***


[bookmark: _Toc11404865]6.1.2.1	General
The serving 5G network shall support providing connectivity to home and roaming users in the same network slice.
In shared 5G network configuration, each operator shall be able to apply all the requirements from this clause to their allocated network resources.
The 5G system shall be able to support IMS as part of a network slice.
The 5G system shall be able to support IMS independent of network slices.
	***End of 3rd Change ***



