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[bookmark: _Hlk10621589]

[bookmark: _Toc10061817]**** First Change ****
7.3.0	General
This clause specifies the delta for Session Management procedure defined in TS 23.502 [3] clause 4.3 for 5G-RG and FN-RG.
Editor's note:	The support for FN-RG is FFS.

**** Next Change ****
[bookmark: _Toc10061823]7.3.5	CN-initiated selective deactivation of UP connection of an existing PDU Session associated with W-5GAN Access
The procedure described in TS 23.502 [3] clause 4.3.7 (CN-initiated selective deactivation of UP connection of an existing PDU Session) is used for CN-initiated selective deactivation of UP connection for an established PDU Session associated with W-5GAN Access of a 5G-RG/FN-RG in CM-CONNECTED state, with the following exceptions:
-	The NG-RAN corresponds to a W-AGF.
-	The user plane resource between the UE5G-RG/FN-RG and W-AGF, is released not with RRC signalling but with procedure outside in scope of 3GPPBBF/Cablelabs.

**** Next Change ****

[bookmark: _Toc6501235]7.3.X	FN-RG or Network Requested PDU Session Modification via W-5GAN
The PDU session modification procedure for the FN-RG is similar to that of 5G-RG described in clause 7.3.2 but with the following differences: 
-	The 5G-RG is replaced with an FN-RG.
-	W-AGF acts on behalf of FN-RG, as an endpoint for N1 signalling. The triggers for initiating PDU Session Modification are defined by BBF and Cablelabs. 
-	In step 1, the W-AGF initiates a PDU Session Modification Request to the AMF on behalf of FN-RG.
[bookmark: _GoBack]-	W-AGF may issue L-W-CP resource modification procedure with the FN-RG that is related with the information received from the SMF as in step 4. The actions performed by W-AGF are defined by BBF and Cablelabs.
-	In step 4, L-W-UP resources may be modified by the W-AGF.
-	Steps 7a and 7b of clause 7.3.2 are not valid for the FN-RG. The W-AGF creates an Uplink NAS transport message to the AMF, which contains the PDU Session Modification Ack as in step 8.

**** Next Change ****

[bookmark: _Toc6501236]7.3.Y	FN-RG or Network Requested PDU Session Release via W-5GAN
The PDU session release procedure for the FN-RG is similar to that of 5G-RG described in clause 7.3.3 but with the following differences: 
-	The 5G-RG is replaced with an FN-RG. 
-	W-AGF acts on behalf of FN-RG, as an endpoint for N1 signalling.
-	In step 2, the W-AGF sends a PDU session release request to the AMF on behalf of FN-RG.
-	In step 5, upon receiving AN session release request message from the AMF, the W-AGF can trigger the release of the corresponding L-W-UP resource with procedure in scope of BBF/CableLabs.
-	Steps 8 and 9 of clause 7.3.3 are not valid for the FN-RG. The W-AGF creates an Uplink NAS transport message to the AMF, which contains the PDU Session Release Ack as in step 10.


[bookmark: _Hlk10621597]**** End of Changes ****

