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	Reason for change:
	There is no specification saying that the MME deletes the “UE Radio Capability for Paging Information” at Detach/Attach. 

[bookmark: _GoBack]As the TS 36.413 S1-AP Paging message in clause 9.2.1.98 “Includes either the UERadioPagingInformation message as defined in 10.2.2 of TS 36.331 [16], or the UERadioPagingInformation-NB message as defined in 10.6.2 of TS 36.331 [16]” with NO INDICATION as to which information it contains, and, smartphones probably submit no UERadioPagingInformation, paging problems could result if the information is not deleted at Detach/Attach (e.g. if the USIM is moved from an eMTC device into a smartphone).


	
	

	Summary of change:
	it is clarified that 

·  the MME deletes this information at Attach (and first TAU in the RAT).


	
	

	Consequences if not approved:
	Mobile terminating traffic/SMS/signalling might fail.
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	Other comments:
	There are no direct mirror CRs to this CR as the related Release 14 CR is extended to address NB-IoT Multi Carrier Paging, and the Release 15 CR is further extended to address Wake Up Signal (WUS). 

	
	

	This CR's revision history:
	












****** start of  changes ***********
[bookmark: _Toc532888655]5.11.4	UE Radio Capability for Paging Information
The aim of this procedure is to assist the E-UTRAN in optimising the radio paging procedures.
As specified in TS 36.413 [36] , the eNB uploads the UE Radio Capability for Paging Information to the MME in the S1 interface UE CAPABILITY INFO INDICATION message (in a separate IE from the UE Radio Capability). As specified in TS 36.331 [37], the UE Radio Capability for Paging Information may contain UE Radio Paging Information provided by the UE to the eNB, and other information derived by the eNB (e.g. band support information) from the UE Radio Capability information.
Typically this is at the same time as the eNB uploads the UE Radio Capability information. The MME stores the UE Radio Capability for Paging Information in the MME context. When it needs to page, the MME provides the UE Radio Capability for Paging Information to the eNB as part of the S1 paging message. The eNB may use the UE Radio Capability for Paging Information to enhance the paging towards the UE.
If the UE is performing an Attach procedure or a Tracking Area Update procedure for the "first TAU following GERAN/UTRAN Attach" or for "UE radio capability update", the MME shall delete all UE Radio Capability for Paging Information that it has stored for that UE.
If the UE Radio Capability for Paging Information changes, the UE shall follow the same procedures as if the UE Radio Capability changes.
In order to handle the situations of connected mode inter-MME change, the UE Radio Capability for Paging Information is sent to the target MME as part of the MM Context information. The UE Radio Capability for Paging Information is only applicable for MMEs, i.e. it is not applicable for SGSNs. Therefore, it will not be included by MME during context transfers towards SGSNs.
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