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**** First Change ****
[bookmark: _Toc19105831]6.14.1	Broadcast of Assistance Data by an LMF
The following procedure is used by the LMF to support broadcasting of network assistance data to target UEs. This procedure is not associated with a UE location session. It is used in an AMF LCS stateless manner to send network assistance data to an NG-RAN node for broadcasting by the NG-RAN node to target UEs. NG-RAN positioning procedures related to LMF and NG-RAN node communication are specified in TS 38.455 [15].


Figure 6.14.1-1: Broadcasting Network Assistance Data
1.	The LMF invokes the Namf_Communication_N1N2MessageTransfer service operation towards the AMF to request the transfer of a Network Assistance Data message to an NG-RAN node (gNB or ng-eNB) in the NG-RAN. The service operation includes the Network Assistance Data message and the target NG-RAN node identity. The Network Assistance Data message includes assistance data which may be optionally ciphered.
Editor's note:	It is FFS if AMF can be used to determine the NG-RAN nodes to transfer the Network Assistance Data.
2.	The AMF forwards the Network Assistance Data message to the target NG-RAN node indicated in step 1 in an N2 Transport message. The AMF includes a Routing identifier, in the N2 Transport message, identifying the LMF.
3.	The NG-RAN node broadcasts the assistance data contained in the Network Assistance Data message.
**** End of Changes ****
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