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* * * First change * * * *
[bookmark: _Toc11154619]6.7.2.2	Input Data
The NWDAF supporting data analytics on UE mobility shall be able to collect UE mobility information from OAM, 5GC and AFs. The detailed information collected by the NWDAF could be MDT data from OAM, network data from 5GC and/or service data from AFs:
-	UE mobility information from OAM is UE location carried in MDT data;
-	Network data related to UE mobility from 5GC is UE location information as defined in the Table 6.7.2.2-1;
Table 6.7.2.2-1: UE Mobility information collected from 5GC 
	Information
	Source
	Description

	UE ID
	AMF
	SUPI

	UE locations (1..max)
	AMF
	UE positions

	   >UE location
	
	TA or cells that the UE enters

	   >Timestamp 
	
	A time stamp when the AMF detects the UE enters this location

	Type Allocation code (TAC)
	AMF
	To indicate the terminal model and vendor information of the UE. The UEs with the same TAC may have similar mobility behavior. The UE whose mobility behavior is unlike other UEs with the same TAC may be an abnormal one.

	Frequent mobility re-registration
	AMF
	A stationary UE (e.g. a stationary UE) may re-select between neighbour cells due to radio coverage fluctuations. This may lead to multiple re-registrations if the cells belong to different registration areas. The number of re-registrations N within a period M may be an indication for abnormal ping-pong behaviour, where N and M are operator’s configurable parameters.



-	Service data related to UE mobility provided by AFs is defined in the Table 6.7.2.2-2;
Table 6.7.2.2-2: Service Data from AF related to UE mobility
	Information
	Description

	UE ID
	Could be GPSI or external UE ID

	Application ID
	Identifying the application providing this information

	UE trajectory (1..max)
	Timestamped UE positions

	   >UE location
	Geographical area that the UE enters

	   >Timestamp 
	A time stamp when UE enters this area



Depending on the requested level of accuracy, data collection may be provided on samples (e.g. spatial subsets of UEs or UE group, temporal subsets of UE location information).

[bookmark: _GoBack]* * * Second change * * *
[bookmark: _Toc11154636]6.7.5.3	Output Analytics
The NWDAF services as defined in the clauses 7.2 and 7.3 are invoked to notify consumer NFs. A new Analytics ID named "Abnormal behaviour" is defined. 
Corresponding to the Analytics ID, the analytics result provided by the NWDAF is defined in Table 6.7.5.3-1. When the level of an exception trespasses above or below the threshold, the NWDAF shall notify the consumer of the exception with an appropriate exception ID if the exception has an identity within the list of exception IDs indicated by the consumer or matches the expected analytics type indicated by the consumer.
Table 6.7.5.3-1: Abnormal behaviour Analytics
	Information
	Description

	  UE ID 
	Could be SUPI, Internal-Group-Identifier, external UE ID, TAC which indicates UE being subject to the risk(s) identified by the Exception ID(s)

	Exceptions (1..max)
	

	  >Exception ID
	The risk detected by NWDAF

	  >Exception Level
	Measured level, compared to the threshold

	>Exception trend
	Measured trend (up/down/unknown/stable)

	>Additional measurement
	Specific information for each risk



If PCF subscribes notifications on "Abnormal behaviour", the NWDAF shall send the PCF notifications about the risk, which may trigger the PCF to update the AM/SM policies. 
The NWDAF also sends the notification directly to the AMF or SMF, if the AMF or SMF subscribes the notification, so that the AMF or SMF may, based on operator local policies defined on a per S-NSSAI or per (DNN,S-NSSAI), take actions for risk solving. The following Table 6.7.5.3-2 gives examples of AM/SM policies and corresponding actions for solving each risk.
Table 6.7.5.3-2: Examples of policies and actions for risk solving
	Exception ID and description
	AM/SM policy
	Actions of NFs

	Unexpected UE location
	Add the area of current UE location into mobility restriction
	PCF may extend the Service Area Restrictions. AMF may extend the  mobility restriction

	Unexpected long-live/large rate flows
	Decrease the MBR for the related QoS flow
	SMF updates the QoS rule. 
PCF, if dynamic PCC applies for corresponding DNN, S-NSSAI, updates PCC Rules that triggers SMF updates the QoS rule.

	Unexpected wakeup
	Apply MM back-off timer to the UE
	AMF applies MM back-off timer to the UE

	Suspicion of DDoS attack
	Release the PDU session and Apply SM back-off timer
	PCF may request SMF to release the PDU session.
SMF may release the PDU session and applies SM back-off timer

	Wrong destination address
	Update the packet filter of the related QoS flow to block the wrong SDF
	PCF updates the packet filter in the PCC Rules that triggers the SMF to update  the related QoS flow and configures the UPF

	Ping-pong stationary UE
	NWDAF notifies the AMF or AF (Service Provider)
	AMF may adjust UE (e.g. a stationary UE) registration area.


	Too frequent Service Access/Abnormal traffic volume
	NWDAF notifies  AF (Service Provider)
	




* * * End of changes * * * *



