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10.3.2.1
Group creation request

Table 10.3.2.1-1 describes the information flow group creation request from the group management client to the group management server.

Table 10.3.2.1-1: Group creation request

	Information element
	Status
	Description

	Requester Identity 
	M
	The identity of the group management client performing the request.

	Identity list
	M
	List of VAL user IDs or VAL UE IDs that are part of the group to be created corresponding to the list of the configured services

	VAL service ID list (see NOTE)
	O
	List of VAL services whose service communications are to be enabled on the group.

	VAL service specific information (NOTE)
	O
	Placeholder for VAL service specific information

	NOTE 1:
This information element shall be included in the message for creating a group configured for multiple VAL services.
NOTE 2:
The details of this information element are specified in VAL service specific specification and are out of scope of the present document.


* * * Next change * * * *

10.3.2.5
Group information query response
Table 10.3.2.5-1 describes the information flow group information query response from group management server to group management client.

Table 10.3.2.5-1: Group information query response
	Information element
	Status
	Description

	
	
	

	VAL group ID
	M
	The identity of the VAL group to be queried.

	Query type
	M
	It indicates the query type, e.g. membership information.

	Query result
	M
	The group information retrieved from the group management server based on the query type, i.e., a list of group members.


10.3.2.6
Group membership update request
Table 10.3.2.6-1 describes the information flow group membership update request from the group management client to the group management server.

Table 10.3.2.6-1: Group membership update request
	Information element
	Status
	Description

	Requester Identity 
	M
	The identity of the group management client performing the request.

	VAL group ID
	M
	Identity of the VAL group

	Identity
	M
	List of identities of the VAL users and VAL UEs affected by this operation 

	Operations 
	M
	Add to or delete from the group


* * * Next change * * * *

10.3.2.9
Group deletion request

Table 10.3.2.9-1 describes the information flow group deletion request from the group management client to the group management server.

Table 10.3.2.9-1: Group deletion request

	Information element
	Status
	Description

	Requester Identity 
	M
	The identity of the group management client performing the request.

	VAL group ID
	M
	VAL group ID of the group to delete


* * * Next change * * * *

10.3.2.12
Group information request

Table 10.3.2.12-1 describes the information flow group information request from the group management server in the partner VAL system of the VAL group to the group management server in the primary VAL system of the VAL group.
Table 10.3.2.12-1: Group information request
	Information element
	Status
	Description

	Requester Identity 
	M
	The identity of the group management server performing the request.

	VAL group ID
	M
	VAL group ID of the group


* * * Next change * * * *

10.3.2.14
Group information subscribe request

Table 10.3.2.14-1 describes the information flow group information subscribe request from the group management server in the partner VAL system of the VAL group to the group management server in the primary VAL system of the VAL group.
Table 10.3.2.14-1: Group information subscribe request
	Information element
	Status
	Description

	Requester Identity 
	M
	The identity of the group management server performing the request.

	VAL group ID
	M
	VAL group ID of the group


* * * Next change * * * *

10.3.2.16
Group information notify request

Table 10.3.2.16-1 describes the information flow group information notify request from the group management server in the primary VAL system of the VAL group to the group management server in the partner VAL system of the VAL group.
Table 10.3.2.16-1: Group information notify request
	Information element
	Status
	Description

	Requester Identity 
	M
	The identity of the group management server performing the request.

	VAL group ID
	M
	VAL group ID of the group

	VAL group configuration information
	M
	Configuration information for the VAL group


* * * Next change * * * *

10.3.2.18
Store group configuration request
Table 10.3.2.18-1 describes the information flow store group configuration request from the group management client to the group management server.

Table 10.3.2.18-1: Store group configuration request
	Information element
	Status
	Description

	Requester Identity 
	M
	The identity of the group management client performing the request.

	VAL group ID
	M
	VAL group ID of the group

	VAL group configuration data
	M
	VAL group configuration data


* * * Next change * * * *

10.3.2.20
Get group configuration request
Table 10.3.2.20-1 describes the information flow get group configuration request from the group management client to the group management server.

Table 10.3.2.20-1: Get group configuration request
	Information element
	Status
	Description

	Requester Identity 
	M
	The identity of the group management client performing the request.

	VAL group ID
	M
	VAL group ID of the group

	VAL group information reference
	M
	Reference to configuration data for the VAL group

	VAL services requested
(see NOTE)
	O
	Service(s) for which group configuration is requested

	NOTE:
If 'VAL services requested' is not present, group configuration is requested for all services defined for the VAL group


* * * Next change * * * *

10.3.2.22
Subscribe group configuration request
Table 10.3.2.22-1 describes the information flow subscribe group configuration request from the group management client to the group management server.

Table 10.3.2.22-1: Subscribe group configuration request
	Information element
	Status
	Description

	Requester Identity 
	M
	The identity of the group management client performing the request.

	VAL group ID
	M
	VAL group ID of the group

	VAL services requested

(see NOTE)
	O
	Service(s) for which group configuration is requested

	NOTE:
If 'VAL services requested' is not present, group configuration is requested for all services defined for the VAL group


* * * Next change * * * *

10.3.2.24
Notify group configuration request
Table 10.3.2.24-1 describes the information flow notify group configuration request from the group management server to the group management client.

Table 10.3.2.24-1: Notify group configuration request
	Information element
	Status
	Description

	Requester Identity 
	M
	The identity of the group management server performing the request.

	VAL group ID
	M
	VAL group ID of the group

	VAL group information reference (NOTE)
	O
	Reference to information stored relating to the VAL group

	Group related key material (NOTE)
	O
	Key material for use with the VAL group

	NOTE:
At least one of these information elements shall be present.


* * * Next change * * * *

10.3.2.26
Configure VAL group request
Table 10.3.2.26-1 describes the information flow for configure VAL group request from a VAL server to a group management server.

Table 10.3.2.26-1: Configure VAL group request
	Information element
	Status
	Description

	Requester Identity 
	M
	The identity of the VAL server performing the request.

	VAL group ID
	M
	The group ID used for the VAL group.

	VAL group description
	M
	Information related to the VAL group e.g. group definition including policy, group size, group leader.

	VAL service ID list (see NOTE)
	O
	List of VAL services whose service communications are to be enabled on the group.

	Geo ID list (see NOTE)
	O
	List of geographical areas to be addressed by the group.

	Identity list (see NOTE)
	O
	List of VAL UE IDs who are invited to be member of the group.

	Identity list subscription
	O
	Indicates interest to receive notifications of newly registered VAL UE IDs.

	NOTE:
At least one of these IEs shall be present.


* * * Next change * * * *

11.3.2.3
Get VAL user profile request
Table 11.3.2.3-1 describes the information flow get VAL user profile request from the configuration management client to the configuration management server.

Table 11.3.2.3-1: Get VAL user profile request
	Information element
	Status
	Description

	Requester Identity 
	M
	The identity of the configuration management client performing the request.

	Identity
	M
	The VAL user ID of the VAL user or VAL UE ID.


* * * Next change * * * *

11.3.2.10
Updated user profile subscription request
Table 11.3.2.10-1 describes the information flow from the VAL server to the configuration management server for updated user profile subscription request.

Table 11.3.2.10-1: Updated user profile subscription request
	Information element
	Status
	Description

	Requester Identity 
	M
	The identity of the VAL server performing the request.

	Identities list
	M
	List of VAL users or VAL UEs whose updates on user profile is requested.

	Time between consecutive user profile updates
	M
	It indicates the interval time between consecutive user profile updates


* * * Next change * * * *

14.3.2.1
Network resource adaptation request

Table 14.3.2.1-1 describes the information flow network resource adaptation request from the VAL server to the NRM server.

Table 14.3.2.1-1: Network resource adaptation request

	Information element
	Status
	Description

	Requester Identity 
	M
	The identity of the VAL server performing the request.

	List of VAL UE IDs
	M (NOTE)
	List consisting of one or more VAL UE IDs for whom the network resource adaptation occurs.

	VAL group ID
	M (NOTE)
	The VAL group ID for whom the network resource adaptation occurs.

	Resource adaptation requirement
	M
	The resource adaptation requirement corresponds to the V2X service QoS requirements as applied for a UE or group of UEs (E.g. bandwidth, resource).

	NOTE:
Either of the information elements should be present.


* * * Next change * * * *

14.3.2.6
Resource request

Table 14.3.2.6-1 describes the information flow for the resource request from VAL server to NRM server for unicast resources.
Table 14.3.2.6-1: Resource request
	Information element
	Status
	Description

	Requester Identity 
	M
	The identity of the VAL server performing the request.

	VAL user ID or VAL UE ID
	M
	The identity of the VAL user or VAL UE.

	VAL service requirement information (see NOTE)
	O
	VAL service requirements for unicast resource (e.g. Bitrate)

	NOTE:
When this information element is not included, the NRM server considers default VAL service requirement for the unicast resources.


* * * Next change * * * *

14.3.2.8
Resource modification request

Table 14.3.2.8-1 describes the information flow for the resource modification request from VAL server to NRM server for unicast resources.
Table 14.3.2.8-1: Resource modification request
	Information element
	Status
	Description

	Requester Identity 
	M
	The identity of the VAL server performing the request.

	VAL user ID or VAL UE ID
	M
	The identity of the VAL user or VAL UE.

	VAL service requirement information
	M
	VAL service requirements for unicast resource (e.g. Bitrate)


* * * Next change * * * *

14.3.2.10
MBMS bearers request

Table 14.3.2.10-1 describes the information flow for the MBMS bearers request from VAL server to NRM server.
Table 14.3.2.10-1: MBMS bearers request
	Information element
	Status
	Description

	Requester Identity 
	M
	The identity of the VAL server performing the request.

	VAL group ID
	M
	The identity of the group that the MBMS bearer is requested for.

	Service announcement mode
	M
	Indicates whether the request is sent by NRM server or by the VAL server

	QoS
	M
	Indicates the requested QoS for the bearer

	Broadcast area
	O
	Indicate the area where the MBMS bearer is requested for


* * * End of changes * * * *

