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	1st Modified Section


5.8.x
QoS flow management

5.8.x.y
QoS flow modification via untrusted non-3GPP access
5.8.x.y.1
Number of QoS flows attempted to modify via untrusted non-3GPP access
a)
This measurement provides the number of QoS flows attempted to modify via untrusted non-3GPP access. The measurement is split into subcounters per QoS level (5QI) and subcounters per network slice identifier (S-NSSAI).
b)
CC.
c)
On receipt by the N3IWF of a PDU SESSION RESOURCE MODIFY REQUEST message (see 3GPP TS 38.413 [11]), each QoS flow requested to modify in this message is added to the relevant subcounter per QoS level (5QI) and relevant subcounter per S-NSSAI. In case the 5QI of the QoS flow is modified, the QoS flow is counted to the subcounter for the target 5QI.
d)
Each measurement is an integer value.

e)
QF.ModNbrUntrustNon3gppAtt.5QI, where 5QI identifies the 5QI, and

QF.ModNbrUntrustNon3gppAtt.SNSSAI, where SNSSAI identifies the S-NSSAI.

f)
N3IWFFunction. 
g)
Valid for packet switched traffic.

h)
5GS.
5.8.x.y.2
Number of QoS flows successfully modified via untrusted non-3GPP access
a)
This measurement provides the number of QoS flows successfully modified via untrusted non-3GPP access. The measurement is split into subcounters per QoS level (5QI) and subcounters per network slice identifier (S-NSSAI).
b)
CC.
c)
On transmission by the N3IWF of a PDU SESSION RESOURCE MODIFY RESPONSE message (see 3GPP TS 38.413 [11]), each QoS flow successfully modified is added to the relevant subcounter per QoS level (5QI) and relevant subcounter per S-NSSAI. In case the 5QI of the QoS flow is modified, the QoS flow is counted to the subcounter for the target 5QI.
d)
Each measurement is an integer value.
e)
QF.ModNbrUntrustNon3gppSucc.5QI, where 5QI identifies the 5QI, and

QF.ModNbrUntrustNon3gppSucc.SNSSAI, where SNSSAI identifies the S-NSSAI.

f)
N3IWFFunction. 
g)
Valid for packet switched traffic.
h)
5GS.
5.8.x.y.3
Number of QoS flows failed to modify via untrusted non-3GPP access
a)
This measurement provides the number of QoS flows failed to modify via untrusted non-3GPP access. The measurement is split into subcounters per failure cause.
b)
CC.

c)
On transmission by the N3IWF of a PDU SESSION RESOURCE MODIFY RESPONSE message (see 3GPP TS 38.413 [11]), each QoS flow failed to modify is added to the relevant subcounter per cause.
d)
Each measurement is an integer value.
e)
QF.ModNbrUntrustNon3gppFail.cause, where cause identifies the cause (see 3GPP TS 38.413 [11]).

f)
N3IWFFunction. 
g)
Valid for packet switched traffic.
h)
5GS.   
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