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	Reason for change:
	For the discovery of the CHF, CHF addresses stored in the PCF or in the UDR can be used. This would prevent a CHF set to be deploied, as those addresses are assumed to remain valid.
In addition, it is unclear to which servives those CHF addresses relate.

	
	

	Summary of change:
	The CHF addresses stored in the PCF or UDR relate to all services offered at the CHF.
The CHF address(es) that a stored in the UDR or configured in the PCF may be complemented by the associated CHF instance ID(s) and CHF set ID(s).
If the PCF is not able to reach the received CHF address(es), it should query the NRF for other CHF instances within the associated CHFset.

	
	

	Consequences if not approved:
	A CHF set cannot be deploied if CHF addresses stored in the PCF or in the UDR are used.
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6.3.11	CHF discovery and selection
The CHF discovery and selection function is supported by the SMF and the PCF. It is used by the SMF to select a CHF that manages the online charging or offline charging for a PDU Session of a subscriber. It is used by the PCF to select a CHF that manages the spending limits for a PDU Session of a subscriber.
For the PCF selection of CHF, the address(es) of the CHF, including the Primary CHF address and the Secondary CHF address, may be:
-	stored in the UDR as part of the PDU Session policy control subscription information as defined in clause 6.2.1.3 of TS 23.503 [45].
-	locally configured in the PCF based on operator policies.
-	discovered using NRF as described in in clause 6.1 of TS 32.290 [67].
The address(es) of the CHF shall be applicable for all services provided by the CHF.
The CHF address(es) that a stored in the UDR or configured in the PCF may be complemented by the associated CHF instance ID(s) and CHF set ID(s) (see subclause 6.3.1.0) stored or configured in the same location.
The CHF address(es) retrieved from the UDR and possible associated CHF instance ID(s) and CHF set ID(s) takes precendence over the locally configured CHF address(es) and possible associated CHF instance ID(s) and CHF set ID(s), and over the CHF address(es) discoverred by the NRF. If no CHF address(es) is received from the UDR, the PCF selects, based on operator policies, either the CHF addresse(es) provided by NRF, or the locally configured CHF address(es) and possible associated CHF instance ID(s) and CHF set ID(s).
If the PCF has a CHF set ID but no CHF instance ID associated to the CHF address(es) in the same location, the CHF instance within the CHF set may change. If the PCF is not able to reach the CHF address(es), it should query the NRF for other CHF instances within the CHF set.
If the PCF received a CHF set ID and a CHF instance ID associated to the CHF address(es) in the same location, the CHF service instance within the CHF may change. If an PCF is not able to reach the CHF address(es), it should query the NRF for other CHF service instances within the CHF.
To enable the SMF to select the same CHF that is selected by the PCF for a PDU Session, the PCF provides the selected CHF address(es) and, if available, the associated CHF instance ID(s) and/or CHF set ID(s) in the PDU Session related policy information to the SMF as described in Table 6.4-1 of TS 23.503 [45] and the SMF applies them as defined in clause 5.1.8 of TS 32.255 [68]. Otherwise, the SMF selection of the CHF as defined in clause 5.1.8 of TS 32.255 [68] applies.
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