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********************************************1st Change********************************************
[bookmark: _Toc433209741][bookmark: _Toc460616012][bookmark: _Toc460616873][bookmark: _Toc20690939]10.6.2.2.1	MCPTT emergency group call request
Table 10.6.2.2.1-1 describes the information flow MCPTT emergency group call request from the MCPTT client to the MCPTT server and from the MCPTT server to the MCPTT client.
Table 10.6.2.2.1-1 MCPTT emergency group call request information elements
	Information Element
	Status
	Description

	MCPTT ID
	M
	The identity of the calling party

	Functional alias
	O
	The functional alias of the calling party

	MCPTT group ID
	M
	The MCPTT group ID on which the call is to be conducted

	Emergency indicator
	M
	Indicates that the group call request is an MCPTT emergency call

	Alert indicator
	M
	Indicates whether an emergency alert is to be sent

	Implicit floor request (NOTE)
	O
	Indicates that the originating client requests the floor.

	Requested priority
	O
	Priority level requested for the call.

	Location
	O
	Location of the calling party

	NOTE:	This element shall be included only when this information flow is from the client to the server and the originating client requests the floor.



********************************************2nd Change*******************************************

[bookmark: _Toc433209743][bookmark: _Toc460616016][bookmark: _Toc460616877][bookmark: _Toc20690943]10.6.2.2.3	MCPTT emergency alert request
Table 10.6.2.2.3-1 describes the information flow MCPTT emergency alert request from the MCPTT client to the MCPTT server.
Table 10.6.2.2.3-1 MCPTT emergency alert request information elements
	Information Element
	Status
	Description

	MCPTT ID
	M
	The identity of the alerting party

	Functional alias
	O
	The functional alias of the alerting party

	MCPTT group ID
	M
	The MCPTT group ID with which the alert is associated

	Requested priority
	O
	Priority level requested for the emergency alert indication.

	Location
	O
	The alerting MCPTT client's location



********************************************3rd Change*******************************************
[bookmark: _Toc433209745][bookmark: _Toc460616020][bookmark: _Toc460616881][bookmark: _Toc20690948]10.6.2.2.5	MCPTT imminent peril group call request
Table 10.6.2.2.5-1 describes the information flow MCPTT imminent peril group call request from the MCPTT client to the MCPTT server and from the MCPTT server to the MCPTT client.
Table 10.6.2.2.5-1 MCPTT imminent peril group call request information elements
	Information Element
	Status
	Description

	MCPTT ID
	M
	The identity of the calling party

	Functional alias
	O
	The functional alias of the calling party

	MCPTT group ID
	M
	The MCPTT group ID on which the call is to be conducted

	Imminent peril indicator
	M
	Indicates that the group call request is an imminent peril call

	Implicit floor request (NOTE)
	O
	Indicates that the originating client requests the floor


	Requested priority
	O
	Priority level requested for the call.

	Location
	O
	Location of the calling party

	NOTE:	This element shall be included only when this information flow is from the client to the server and the originating client requests the floor.



********************************************4th Change*******************************************

[bookmark: _Toc460616025][bookmark: _Toc460616886][bookmark: _Toc20690953]10.6.2.2.8	Group call request (MCPTT server – MCPTT server)
Table 10.6.2.2.8-1 describes the information flow group call request between the MCPTT servers.
Table 10.6.2.2.8-1 Group call request information elements
	Information Element
	Status
	Description

	MCPTT ID
	M
	The MCPTT ID of the calling party

	Functional alias
	O
	The functional alias of the calling party

	MCPTT group ID
	M
	The MCPTT group ID of the group on which the call is initiated

	SDP offer
	M
	Media parameters of MCPTT server

	Broadcast indicator
	O
	Indicates that the group call request is for a broadcast group call

	Implicit floor request (NOTE)
	O
	Indicates that the originating client requests the floor.


	Requested priority
	O
	Priority level requested for the call.

	Location information
	O
	Location of the calling party 

	NOTE:	This element shall be included only when the originating client requests the floor.



********************************************5th Change*******************************************

[bookmark: _Toc20690982]10.6.2.2.34	Preconfigured regroup request (MCPTT client – MCPTT server)
Table 10.6.2.2.34-1 describes the information flow preconfigured regroup request from the MCPTT client to the MCPTT server.
Table 10.6.2.2.34-1 Preconfigured regroup request information elements
	Information Element
	Status
	Description

	MCPTT ID
	M
	The MCPTT ID of the requester

	MCPTT group ID
	M
	MCPTT group ID of the regroup group

	MCPTT group ID
	M
	MCPTT group ID of the MCPTT group from which configuration is to be taken

	MCPTT group ID list
	O
(see NOTE)
	List of MCPTT groups to be regrouped into the preconfigured group regroup group

	MCPTT user ID list
	O
(see NOTE)
	List of MCPTT users to be regrouped into the preconfigured user regroup group

	Requested priority
	O
	Priority level requested for the call.

	NOTE:	One and only one of these shall be present.



********************************************6th Change*******************************************

[bookmark: _Toc20690984]10.6.2.2.36	Preconfigured regroup request (MCPTT server – MCPTT server)
Table 10.6.2.2.36-1 describes the information flow preconfigured regroup request from the MCPTT server to the MCPTT server.
Table 10.6.2.2.36-1 Preconfigured regroup request information elements
	Information Element
	Status
	Description

	MCPTT ID
	M
	The MCPTT ID of the requester

	MCPTT group ID
	M
	MCPTT group ID of the regroup group

	MCPTT group ID
	M
	MCPTT group ID of the MCPTT group from which configuration is to be taken

	MCPTT group ID list
	O
(see NOTE)
	List of MCPTT groups to be regrouped into the preconfigured regroup group

	MCPTT user ID list
	O
(see NOTE)
	List of MCPTT users to be regrouped into the preconfigured user regroup group

	Requested priority
	O
	Priority level requested for the call.

	NOTE: One and only one of these shall be present.



********************************************7th Change*******************************************

[bookmark: _Toc460616102][bookmark: _Toc460616963][bookmark: _Toc20691093]10.7.2.1.2	MCPTT private call request (MCPTT server to MCPTT server)
Table 10.7.2.1.2-1 describes the information flow MCPTT private call request from the MCPTT server to the MCPTT server.
Table 10.7.2.1.2-1: MCPTT private call request (MCPTT server to MCPTT server) information elements
	Information Element
	Status
	Description

	MCPTT ID
	M
	The MCPTT ID of the calling party

	Functional alias
	O
	The functional alias of the calling party

	MCPTT ID
	M
	The MCPTT ID of the called party

	Functional alias
	O
	The functional alias of the called party

	Use floor control indication
	M
	This element indicates whether floor control will be used for the private call.

	SDP offer
	M
	Media parameters of MCPTT client. 

	Requested commencement mode
	O
	An indication of the commencement mode to be used.

	Implicit floor request
	O
	An indication that the user is also requesting the floor. 

	Requested priority
	O
	Priority level requested for the call.

	Location information 
	O
	Location of the calling party



********************************************8th Change*******************************************

[bookmark: _Toc460616107][bookmark: _Toc460616968][bookmark: _Toc20691099]10.7.2.1.5	MCPTT emergency private call request (MCPTT client to MCPTT server)
Table 10.7.2.1.5-1 describes the information flow MCPTT emergency private call request from the MCPTT client to the MCPTT server.
Table 10.7.2.1.5-1: MCPTT emergency private call request (MCPTT client to MCPTT server) information elements
	Information Element
	Status
	Description

	MCPTT ID
	M
	The MCPTT ID of the calling party

	Functional alias
	O
	The functional alias of the calling party

	MCPTT ID (NOTE)
	O
	The MCPTT ID of the called party

	Functional alias (NOTE)
	O
	The functional alias of the called party

	Emergency indicator
	M
	Indicates that the private call request is an MCPTT emergency call

	Alert indicator
	M
	Indicates whether an emergency alert is to be sent

	Requested commencement mode
	O
	An indication of the commencement mode to be used.

	Implicit floor request
	O
	An indication that the user is also requesting the floor. 

	SDP offer
	M
	Media parameters of MCPTT client.

	Requested priority
	O
	Priority level requested for the call.

	Location information 
	O
	Location of the calling party

	[bookmark: _GoBack]NOTE:	Only one identity shall be present.


*******************************************End of Changes****************************************
