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* * * First Change * * * *
10.2.4.2a	Temporary group tear down within an MC system
Figure 10.2.4.2a-1 below illustrates the tearing down procedure of temporary group created through the group regroup operation. The procedure can be used when, e.g., the specific task for which the temporary group was created has been completed or a busier period occurs. For simplicity, only the teardown case for a temporary group with two MC service groups is represented. The procedure is applicable for more than two groups combined in this temporary group.
Pre-condition:
-	The temporary group to be torn down is comprised of multiple MC service groups, and is created through the group regrouping procedure as described in subclause 10.2.4.1.


Figure 10.2.4.2a-1: Temporary group tear down within an MC system
1.	The group management client of the MC service user requests group regroup teardown operation to the group management server (which is the group management server where the temporary group is created and stored). The identity of the temporary group (MC service group ID) being torn down shall be included in this message. This message may route through some other signalling nodes.
2.	The group management server checks whether group regroup operation is performed by an authorized MC service user, based on group policy. The group management server checks whether the MC service group ID is a temporary group. If MC service group ID is not a temporary group, then the group regroup teardown request will be rejected, otherwise the group regroup teardown can proceed.
3.	The group management server tears down the temporary group, i.e., remove the temporary group related information.
4.	The group management server notifies the MC service server regarding the temporary group teardown.
5.	Any active group call for the temporary group is preserved until it is completed. 
6.	The group management server notifies the affiliated MC service group members regarding the temporary group teardown by sending the group regroup teardown notification (6a) and receives a group regroup teardown notification response (6b) messages.
7.	The group management server provides a group regroup teardown confirmation response to the group management client of the authorized MC service user.
* * * 2nd Change * * * *

[bookmark: _Toc27945448][bookmark: _Toc468110538][bookmark: _Toc468105443][bookmark: _Toc459375194][bookmark: _Toc453279856][bookmark: _Toc453261111][bookmark: _Toc453260224][bookmark: _Toc433209722][bookmark: _Toc428365066]10.2.4.3	Temporary group tear down involving multiple group host servers
Figure 10.2.4.3-1 below illustrates the tearing down procedure of temporary group created through the group regroup operation. The procedure can be used when, e.g., the specific task for which the temporary group was created has been completed or a busier period occurs. For simplicity, only the teardown case for a temporary group with two MC service groups is represented. The procedure is applicable for more than two groups combined in this temporary group.
Pre-conditions:
1.	The security aspects of sharing the user information between primary and partner MC systems shall be governed as per the service provider agreement between them. In this case, it considers the partner MC system does not share their users' information to the primary MC system.
2.	The primary MC system consists of the group management server 1 and MC service server (primary). The partner MC system consists of the group management server 2 and MC service server (partner).
3.	The group management client of the authorized MC service user belongs to the primary MC system.
4.	The temporary group to be torn down is comprised of multiple MC service groups, and is created through the group regrouping procedure as described in subclause 10.2.4.2.




Figure 10.2.4.3-1: Temporary group tear down
1.	The group management client of the MC service user requests group regroup teardown operation to the group management server 1 (which is the group management server where the temporary group is created and stored). The identity of the temporary group (MC service group ID) being torn down shall be included in this message. This message may route through some other signalling nodes.
2.	The group management server checks whether group regroup operation is performed by an authorized MC service user, based on group policy. The group management server 1 checks whether the MC service group ID is a temporary group. If MC service group ID is not a temporary group, then the group regroup teardown request will be rejected, otherwise the group regroup teardown can proceed.
3.	Any active group call for the temporary group is completed. 
43.	The group management server 1 tears down the temporary group, i.e., remove the temporary group related information.
45.	The group management server 1 notifies the primary MC service server regarding the temporary group teardown.
5.	Any active group call for the temporary group is preserved until it is completed. 
6.	The group management server 1 notifies the affiliated MC service group members regarding the temporary group teardown by sending the group regroup teardown notification (6a) and receives a group regroup teardown notification response (6b) messages.
7.	The group management server 1 sends a group regroup teardown notification (7a) and receives a group regroup teardown notification response (7b) messages with the group management server 2 – group management server in another MC system regarding the temporary group teardown.
8-9.	The group management server 2 notifies the partner MC service server 
9.	The group management server 2 and notifies the affiliated MC service group members regarding the temporary group teardown by sending the group regroup teardown notification (9a) and receives a group regroup teardown notification response (9b) messages. Any active group call for the temporary group is preserved until it is completed
NOTE:	Step 7, 8 and 9 are only performed when the teardown of the temporary group involves constituent groups from different MC systems.
10.	The group management server 1 provides a group regroup teardown confirmation response to the group management client of the authorized MC service user.
* * * 3rd Change * * * *
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