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	Access Traffic Steering, Switching, Splitting (ATSSS) functionality has been introduced in Rel-16, and the corresponding description for PCC Rules is needed.


	
	

	Summary of change:
	Introduce PCC Rules description for ATSSS.
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	MA PDU session charging cannot be supported.
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[bookmark: _Toc20205465][bookmark: _Toc27579440][bookmark: _Toc20205489][bookmark: _Toc27579466]5.1.5.x	PCC rules - MA PDU session
As specified with PCC Rule definition in clause 6.3.1 TS 23.503 [202], during MA PDU session handling by the SMF, PCC Rules can be activated with a MA PDU session control information attribute including an optional rating group for Non-3GPP access, in addition to the rating group included in the PCC rule description. 
When the MA PDU session control information in a PCC Rule includes a separate rating group for Non-3GPP access, it shall be used by the SMF for the SDF traffic carried via non-3GPP access. The PCC Rule rating group shall be used for the SDF traffic carried via 3GPP access, and all other charging related attributes in the PCC rule shall be the used for both accesses.
[bookmark: _GoBack]When the MA PDU session control information in a PCC Rule does not include any  rating group for Non-3GPP access, the PCC Rule rating group shall be used by the SMF for the SDF traffic carried via both accesses (i.e. 3GPP access and non-3GPP access).
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