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	Reason for change:
	ETSI TS 103 221-2 specifies the “other target identifier” conditional attribute, to be included in the xIRIs. However, when the xIRI payload already includes such information, it would be redundant to add the conditional attribute.

	
	

	Summary of change:
	The CR clarifies that conditional attribute may be omitted by the POI if the information is already available as part of the xIRI payload. 
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*** FIRST CHANGE ***

5.3.2	Usage for realising LI_X2
The POI sending xIRI over the LI_X2 interface shall set the PDU type field within the xIRI to “X2 PDU”. (see ETSI TS 103 221-2 [8] clause 5.1).
The TLS transport profile (see ETSI TS 103 221-2 [8] clause 6) shall be supported and used by default.
Unless otherwise specified, xIRI shall include the timestamp and sequence number conditional attribute fields, with the timestamp value set to the time at which the event occurred.
Unless otherwise specified, the LI_X2 “matched target identifier” conditional attribute shall be set to indicate what target identity was matched to generate the xIRI (see ETSI TS 103 221-2 [8] clause 5.3.18).
Unless otherwise specified, the LI_X2 “other target identifier” conditional attribute (see ETSI TS 103 221-2 [8] clause 5.3.19) may be omitted by the POI if the other target identifiers known to the POI are already included in the payload. 
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