

	
3GPP TSG-SA WG#4 Meeting #107	S4-200331
Wroclaw, Poland, 20-24 January 2020 	rev of S4-200311
	CR-Form-v11.4

	CHANGE REQUEST

	

	
	26.501
	CR
	0004
	rev
	1
	Current version:
	0.2.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	X



	

	Title:	
	Triggering conditions for Consumption Reporting (Release 16)

	
	

	Source to WG:
	Enensys

	Source to TSG:
	S4

	
	

	Work item code:
	5GMSA
	
	Date:
	22nd January 2020

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-16

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	[bookmark: OLE_LINK1]Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
Rel-12	(Release 12)
Rel-13	(Release 13)
Rel-14	(Release 14)
Rel-15	(Release 15)
Rel-16	(Release 16)

	
	

	Reason for change:
	This document proposes the triggering conditions for consumption reporting. 

	
	

	Summary of change:
	· Add the conditions to trigger consumption reporting procedures.
· Add a parameter about location type.

	
	

	Consequences if not approved:
	The triggering conditions for consumption reporting procedure is not specified.

	
	

	Clauses affected:
	2,5.6

	
	

	
	Y
	N
	
	

	Other specs
	
	
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	




Page 1


FIRST CHANGE:
[bookmark: _Toc26271231]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
[bookmark: OLE_LINK2][bookmark: OLE_LINK3][bookmark: OLE_LINK4]-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]	3GPP TS 23.501: "System architecture for the 5G System (5GS)".
[3]	3GPP TS 23.502: "Procedures for the 5G System (5GS)".
[4]	3GPP TS 23.503: "Policy and charging control framework for the 5G System (5GS); Stage 2".
[5]	3GPP TS 26.238: "Uplink streaming".
[6]	3GPP TS 26.307: "Presentation layer for 3GPP services".
[7]	3GPP TS 26.247: "Transparent end-to-end Packet-switched Streaming Service (PSS); Progressive Download and Dynamic Adaptive Streaming over HTTP (3GP-DASH)".
[8]	3GPP TS 26.234: "Transparent end-to-end Packet-switched Streaming Service (PSS); Protocols and codecs".
[X]	3GPP TS 23.003: “Technical Specification Group Core Network and Terminals;Numbering, addressing and identification”.

NEXT CHANGE:

[bookmark: _Toc26271255]5.6	Consumption reporting
[bookmark: _Toc26271256]5.6.1	Consumption reporting procedures


Figure 5.6-1: Consumption reporting
Steps:
The first phase is the initialisation phase:
1: The App is started.
2: A media content item is selected. 
3: The App triggers the Media Session Handler to start playback. The media player entry is provided.
4: The 5GMSd AF initializes the parameters for the consumption reporting configuration (e.g. frequency).
5: The Media Session Handler triggers the consumption reporting.
6: The Media Session Handler starts the 5GMS Player with the Entry URL.
The second phase is media playback:
The user preferences may be changed:
7: The App selects/changes the user preferences. 
8: The 5GMS Player transmits user preferences to the consumption reporting.
When Media is playing, the consumption reporting parameters may be updated.
9: The 5GMSd AF updates the parameters for the consumption reporting.
10: The Media Session Handler triggers an update to the Consumption reporting. 
When Media is playing
11: The 5GMS player regularly accesses to the media content.
12: In case of changes to the consumed media properties, the 5GMS Player transmits the changes to the consumption reporting function.
13: The consumption reporting regularly sends report(s) to the 5GMSd AF.
The last phase is to stop the media:
14: The App triggers the Media Session Handler to stop the video.
15: The Media Session Handler stops the Consumption reporting.
16: The consumption reporting may send the last report(s) to the 5GMSd AF.
17: The Media Session Handler stops the 5GMS player.

[bookmark: _Toc26271257]5.6.2	Consumption reporting parameters
Table 5.6.2-1 describes the parameters used in step 4 of clause 5.6.1.
Table 5.6.2-1: Parameters for consumption reporting configuration 
	Parameters
	Description

	Report interval
	Identify the interval when the consumption report messages are sent by the 5GMS Media Session Handler.

	Server address 
	A list of addresses where the consumption reporting messages are sent by the 5GMS Media Session Handler.

	Location reporting
	Identify whether the 5GMS Media Session Handler provides the location data to the Media AF (in case of MNO or trusted third parties)



Table 5.6.2-2 describes the parameters used in steps 12 or 15 of clause 5.6.1.
Table 5.6.2-2: Consumption reporting parameters 
	Parameters
	Description

	Media player entry pointer
	Identify the Media player entry. In case of DASH, the media player entry pointer can be a URL of the MPD.

	Consumption reporting client ID
	Identify the identifier of the UE that consumes the data. [The value of this identifier should be global unique ID such as MSISDN]


	Location type
	Identify the UE location type. This parameter is only used when the location reporting is enabled for the UE or for the Downlink Streaming session with a condition that the UE allows to share its location within operator’s trust domain. The location type can be CGI, ECGI or NCGI as defined in TS 23.003 [X].

	Location
	Identify the UE location. This parameter is only used when the location reporting is enabled for the UE or for the Downlink Streaming session with a condition that the UE allows to share its location within operator’s trust domain. [The value of this value should be Cell ID] 

	Media consumed
	Identify the media consumed. In case of DASH, the AdaptationSet@id may be used.

	Start time
	Define the time when the consumption starts.

	Duration
	Define the duration of the consumption of the media consumed.


5.6.3	Triggering consumption reporting
If consumption report is supported and activated, the 5GMS Client shall send consumption reporting message when any of the following conditions occurs:
· Start of 5GMS consumption of a Downlink Streaming session;
· Stop of 5GMS consumption of a Downlink Streaming session;
· Upon determining the need to report ongoing 5GMS consumption
· The "ongoing" report is performed at periodic intervals as set by the reportInterval attribute of the ConsumptionReportingConfiguration
· Upon determining a location change if location reporting is allowed.
NOTE:	Whenever the consumption reporting message is sent, the 5GMS Client is expected to reset its corresponding 'report interval' timer to the value of that attribute and begin count down of the timer.  Whenever the 5GMS Client stops the consumption of the same session, it is expected to disable its corresponding 'report interval' timer.

s***** End of changes *****
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