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	Reason for change:
	In the last meeting, the 23.216 CR#0385 (S2-2001112) is approved  to introduce the 5G SRVCC for IMS emergency session.
In the 4G, SRVCC for IMS emergency session can be supported regardless of the subscription data from the HPLMN. If the MME detects IMS emergency session event (e.g., emergency APN and associated QCI-1 bearer setup), MME shall update the E-UTRAN that SRVCC is possible by including "SRVCC operation possible" indication via S1 AP UE CONTEXT MODIFICATION REQUEST, if needed.

In the 5GS, it proposes to make alignment with 4G/EPS.
AMF set "SRVCC operation possible" after the Emergency PDU session establishment, if needed, even there is no STN-SR in the subscription. 
After Emergency PDU session is released, the AMF shall restore the SRVCC indication to the same status as prior to the emergency PDU session was established.

	
	

	Summary of change:
	AMF set "SRVCC operation possible" after the Emergency PDU session establishment, if needed, even there is no STN-SR in the subscription. 
After Emergency PDU session is released, the AMF shall restore the SRVCC indication to the same status as prior to the emergency PDU session was established.

	
	

	Consequences if not approved:
	If there is no 5G SRVCC subscrition in the HPLMN, the 5G SRVCC for IMS emergency session can not be supported.

	
	

	Clauses affected:
	6.5.x (new)

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1


[bookmark: _Toc493487903]FIRST CHANGE

[bookmark: _Toc19082533]6.5.X	Emergency PDU session establishment and release procedure for SRVCC
SRVCC for IMS emergency session can be supported regardless of the subscription data from the HPLMN. The Emergency PDU session is established as defined in TS 23.502 [45] with the following additions:
-	AMF includes a "5G-SRVCC operation possible" indication in the N2 Request, if needed.
NOTE:	During the Emergency PDU session establishment, if AMF has not sent the "5G-SRVCC operation possible" before, then the AMF send the "5G-SRVCC operation possible" indication to NG-RAN, otherwise AMF can skip this step.
The Emergency PDU session is released as defined in TS 23.502 [45] with the following additions:
-	AMF shall restore the SRVCC indication to the same status as prior to the emergency PDU session was established.
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