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	Reason for change:
	External DN may need to assign specific UE IP addresses for 5G VN group PDU sessions. These UE IP addresses can be private IP addresses, static or dynamic. 

In R15, the DHCP has been introduced for IP address allocation by external DN.However the UE may need to indicate to the network within the Protocol Configuration Options that the UE requests to obtain the IPv4 address with DHCPv4, which increases the complexity in UE side. And in real network, it is difficult for SMF communicating with external DN’s DHCP server.

AF may associate a 5G VN group with information related with secondary authentication / authorization. This allows to request the SMF to contact the DN-AAA for secondary authentication and/or authorization at PDU Session establishment. 

	
	

	Summary of change:
	The AF may associate a 5G VN group with information related with secondary authentication / authorization. This allows requesting the SMF to contact the DN-AAA for secondary authentication and/or authorization at PDU Session establishment for example for the sake of the DN AAA server allocating IP @ to the 5G VN UE.
This may indicate 
-	the need for secondary authentication (as defined in TS 23.501 [2] clause 5.6)
-	the need for DN-AAA authorization (as defined in TS 23.501 [2] clause 5.6)
-	the need for SMF to request the UE IP address from the DN-AAA server
If at least one of secondary authentication, DN-AAA authorization or DN-AAA UE IP address allocation is needed, the AF may provide DN-AAA server addressing information

	
	

	Consequences if not approved:
	if not approved, 5G VN can not support requirements from enterprise network.
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<<< Start of changes >>>
[bookmark: _Toc11173536][bookmark: _Toc11137147][bookmark: _Toc11137165][bookmark: _Toc5026447]4.15.6.3b	5G VN group data
The 5G VN group data is described in Table 4.15.6.3b-1.
Table 4.15.6.3b-1: Description of 5G VN group data
	Parameters
	Description

	DNN
	DNN for the 5G VN group

	S-NSSAI
	S-NSSAI for the 5G VN group

	PDU Session Type
	PDU Session Types allowed for 5G VN group

	Application descriptor
	The may be multiple instances of this information; this information may be used to build URSP sent to 5G VN group members

	 Information related with secondary authentication / authorization
	 This may indicate 
· the need for secondary authentication (as defined in TS 23.501 [2] clause 5.6)
· the need for DN-AAA authorization (as defined in TS 23.501 [2] clause 5.6)
· the need for SMF to request the UE IP address from the DN-AAA server
If at least one of secondary authentication, DN-AAA authorization or DN-AAA UE IP address allocation is needed, the AF may provide DN-AAA server addressing information.



The information described in Table 4.15.6.3b-1 corresponds to 5G VN group data that an AF may provide together with External Group ID.

<<< End of changes >>>

