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[bookmark: _Toc509579926][bookmark: _Toc523216036][bookmark: _Toc27054151]5		Requirements
[bookmark: _Toc509579927][bookmark: _Toc523216037][bookmark: _Toc27054152]5.1	Requirements for management of NG-RAN
The following specific requirements apply to NG-RAN:
REQ-NGRAN_NRM-CON-001: The NRM definitions shall support management of NG-RAN, containing gNB or/and ng-eNB.
REQ-NGRAN_NRM-CON-002: The NRM definitions shall support management of either gNB without split function or gNB with split functions defined in 3GPP TS 38.401 [4].
REQ-NGRAN_NRM-CON-003: The NRM definitions shall support management of virtualized network functions that are part of gNB, e.g. virtualized gNB-CU.
REQ-NGRAN_NRM-CON-004: The NRM definitions shall support management of intra-NG-RAN handover between any combinations of gNB and ng-eNB.
REQ-NGRAN_NRM-CON-005: The NRM definitions shall support management of inter-system handover between 5GS and EPS.
REQ-NGRAN_NRM-CON-006: The NRM definitions shall support management of network slicing feature in NG-RAN.
REQ-NGRAN_NRM-CON-007: The NRM definitions shall have a read-only representation of NR beam properties in NG-RAN.
REQ-NGRAN_NRM-CON-008x: The NRM definitions shall support configuration of sector carrier coverage properties in NG-RAN. 
[bookmark: _Toc509579928][bookmark: _Toc523216038][bookmark: _Toc27054153]5.2	Requirements for management of MR-DC
The following specific requirements apply to MR-DC management, including management of NR in EN-DC and other MR-DC operations.
REQ-MRDC_NRM-CON-001: The NRM definitions shall support management of NR node in EN-DC operation (en-gNB).
REQ-MRDC_NRM-CON-002: The NRM definitions shall support management of en-gNB with different user plane connectivity options defined in 3GPP TS 37.340 [5].
REQ-MRDC_NRM-CON-003: The NRM definitions shall support management of NG-RAN nodes in NGEN-DC operation.
REQ-MRDC_NRM-CON-004: The NRM definitions shall support management different user plane connectivity options in NGEN-DC operation defined in 3GPP TS 37.340 [5].
REQ-MRDC_NRM-CON-005: The NRM definitions shall support management of NG-RAN nodes in EN-DC operation.
REQ-MRDC_NRM-CON-006: The NRM definitions shall support management different user plane connectivity options in NE-DC operation defined in 3GPP TS 37.340 [5].
[bookmark: _Toc509581417][bookmark: _Toc511590966][bookmark: _Toc516886331][bookmark: _Toc516911803][bookmark: _Toc523216039][bookmark: _Toc27054154]5.3	Requirements for management of 5GC NFs
The following specific requirements apply to management of 5GC NFs:
REQ-5GC_NRM-CON-001: The NRM definitions shall support management of 5GC containing variety of network functions defined in 3GPP TS 23.501 [2].
REQ-5GC_NRM-CON-002: The NRM definitions should support management of all the relationships between network functions and corresponding data storage functions where the network functions store/retrieve their data.
REQ-5GC_NRM-CON-003: The NRM definitions shall support management of interworking between 5GC and EPC.
REQ-5GC_NRM-CON-004: The NRM definitions shall support management of network slicing feature in 5GC.
REQ-5GC_NRM-CON-005x: The NRM definitions shall support management of 5GC network function services independently to align with requirements of 3GPP TS 23.501 [2].
REQ-5GC_NRM-CON-006y: The NRM definitions shall support NF service instance registration, deregistration, update, etc., with NRF during NF service instance lifecycle to align with requirements of 3GPP TS 23.501 [2] and 3GPP TS 23.502 [x].
REQ-5GC_NRM-CON-007z: The NRM definitions shall support configuration of NF profile for NF Service registration and discovery to align with requirements of 3GPP TS 23.501 [2] and 3GPP TS 23.502 [7].

[bookmark: _Toc511590967][bookmark: _Toc516886332][bookmark: _Toc516911804][bookmark: _Toc523216040][bookmark: _Toc27054155]5.4	Requirements for management of AMF Set
REQ-AMFSET_NRM-CON-001: The NRM definitions shall support management of AMF Region and AMF Set, including AMF load balancing management.
[bookmark: _Toc500091284][bookmark: _Toc523216041][bookmark: _Toc27054156]5.5	Requirements for management of edge computing
REQ-ECM_NRM-CON-001 The NRM definitions shall support management of 5GC NFs supporting edge computing.
[bookmark: _Toc523216042][bookmark: _Toc27054157]5.6	Requirements for management of network slice and network slice subnet
The following requirements apply to network slice and network slice subnet:
REQ-NS_NRM-CON-001: The NRM definitions shall support management of network slice.
REQ-NS_NRM-CON-002: The NRM definitions shall support management of network slice subnet.
REQ-NS_NRM-CON-003X: The NRM definitions shall support the attributes of the Generic network Slice Template (GST) defined by GSMA [8].
[bookmark: _Toc27054158]5.7	Requirements Remote Interference Management
REQ-NGRAN_NRM-CON-001: The NRM definitions should support Remote Interference Management.
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