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* * * * * * * FIRST CHANGE * * * * * * *

[bookmark: _Toc38385510]7.5.2.1.24	MCData group FD upgrade request
Table 7.5.2.1.24-1 describes the information flow for the MCData group FD upgrade request sent from the MCData client to the MCData server and from the MCData server to another MCData client.
Table 7.5.2.1.24-1: MCData group FD upgrade request (MCData client to MCData server)
	Information element
	Status
	Description

	MCData ID
	M
	The identity of the MCData user sending data (when initiated by MCData client);the upgrade request
The identify of the MCData user receiving data (when initiated by MCData server).

	Functional alias
	O
	The associated functional alias of the MCData user sending data or receiving data.

	MCData group ID
	M
	The MCData group ID on which the emergency upgrade request is made

	Conversation Identifier
	M
	Identifies the conversation

	Emergency indicator (see NOTE 1)
	O
	Indicates that the data request is for MCData emergency communication

	Alert indicator (see NOTE 2)
	O
	Indicates whether an emergency alert is to be sent

	Imminent peril indicator (see NOTE 1)
	O
	Indicates that the data request is for MCData imminent peril communication

	NOTE 1:	If used, only one of these information elements shall be present.
NOTE 2:	This information element may be present only when Emergency indicator is present.



Table 7.5.2.1.24-2: MCData group FD upgrade request (MCData server to MCData client)
	Information element
	Status
	Description

	MCData ID
	M
	The identity of the MCData user sending the upgrade request

	Functional alias
	O
	The associated functional alias of the MCData user sending data or receiving data.

	MCData group ID
	M
	The MCData group ID on which the emergency upgrade request is made

	MCData ID
	M
	The identity of the MCData user receiving the upgrade request

	Conversation Identifier
	M
	Identifies the conversation

	Emergency indicator (see NOTE 1)
	O
	Indicates that the data request is for MCData emergency communication

	Alert indicator (see NOTE 2)
	O
	Indicates whether an emergency alert is to be sent

	Imminent peril indicator (see NOTE 1)
	O
	Indicates that the data request is for MCData imminent peril communication

	NOTE 1:	If used, only one of these information elements shall be present.
NOTE 2:	This information element may be present only when Emergency indicator is present.
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* * * * * * * SECOND CHANGE * * * * * * *
[bookmark: _Toc38385512]7.5.2.1.26	MCData group FD in-progress priority state cancel request
Table 7.5.2.1.26-1 describes the information for the MCData group FD in-progress priority state cancel request sent from the MCData client to the MCData server and from the MCData server to another MCData client.
Table 7.5.2.1.26-1: MCData group FD in-progress priority state cancel request (MCData client to MCData server) information elements
	Information Element
	Status
	Description

	MCData ID
	M
	The identity of the cancelling partyMCData User

	MCData group ID
	M
	The MCData group ID on which the MCData in-progress emergency state is to be cancelled.

	Emergency indicator (see NOTE 1)
	O
	Indicates that the data request is for MCData emergency communication

	Alert indicator (see NOTE 2)
	O
	Indicates whether an emergency alert is to be sent

	Imminent peril indicator (see NOTE 1)
	O
	Indicates that the data request is for MCData imminent peril communication

	Conversation Identifier
	M
	Identifies the conversation

	NOTE 1:	If used, only one of these information elements shall be present.
NOTE 2:	This information element may be present only when Emergency indicator is present.



Table 7.5.2.1.26-2: MCData group FD in-progress priority state cancel request (MCData server to MCData client)
	Information Element
	Status
	Description

	MCData ID
	M
	The identity of the cancelling MCData User

	MCData group ID
	M
	The MCData group ID on which the MCData in-progress emergency state is to be cancelled.

	MCData ID
	M
	The identity of the MCData user receiving the cancel request

	Emergency indicator (see NOTE 1)
	O
	Indicates that the data request is for MCData emergency communication

	Alert indicator (see NOTE 2)
	O
	Indicates whether an emergency alert is to be sent

	Imminent peril indicator (see NOTE 1)
	O
	Indicates that the data request is for MCData imminent peril communication

	Conversation Identifier
	M
	Identifies the conversation

	NOTE 1:	If used, only one of these information elements shall be present.
NOTE 2:	This information element may be present only when Emergency indicator is present.



* * * * * * * END CHANGES * * * * * * *

